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EXERCISING CAUTION The logistics employees are not allowed
to open a container until the test result declares it is safe to do so

A GAS COCKTAIL
INSIDE THE CONTAINER?

This attitude is also reflected in the approach to occupational
health and safety at Deichmann. No logistics worker is allowed
to open a container until it has been tested and declared safe.
After all, each of the steel containers, which brings up to 8,000
shoeboxes to Bottrop when fully loaded, has spent around six
weeks traveling from Asia to Germany. “A mixture of gases
can build up inside the container during this time,” says Dirk
Nakowitsch. “We must prevent our employees from coming
into contact with this.”

AROUND 300 VOLATILE ORGANIC COMPOUNDS

Measuring canals, shafts, and tanks to declare them safe has
long been part of the daily routine in many industrial settings,
including refineries, chemical plants, and waste disposal facil-
ities. It became clear to the managers at Deichmann about ten

years ago that the shoe trade should also take an interest in the
matter. Back then, the customs officials at the Port of Hamburg
reported that inspectors were becoming unwell by inhaling tox-
ic gases when opening a container. The managers at the com-
pany’s headquarters in Essen concluded that this could hap-
pen at any time to their own employees with its own deliveries.

The biggest risk to people is posed by volatile organic com-
pounds (VOCs). They can be emitted by adhesives or artificial
leather. In higher concentrations they can cause headaches,
irritate eyes and airways, and damage vital organs in the long
term. Around 300 different VOCs are currently known to experts,
but not all are toxic. Real safety is established when a potential
VOC cocktail can be reliably measured for its constituent parts.
However, there is no way of forecasting when the concentration
of individual organic compounds will reach a critical level in a
sealed container. It all depends on the chemicals that were used
to manufacture the shoes. The same applies to the weather con-
ditions during transportation: The higher the temperature, the
more substances outgas. There are no problems at all in winter,
but a real gas cocktail can be concocted in summer. Deichmann
was testing for VOCs in containers back in 2009, but the device
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it used had a flaw: It was only able to determine the overall con-
centration rather than the concentration of the individual sub-
stances. In view of the lack of alternatives, it couldn’t be done
in any other way. This changed in 2018, however, when Marcel
Cornelissen, who works in the quality assurance department at
Deichmann, heard about Dréiger’s new X-pid 9500 gas measure-
ment device. He immediately wrote to Dréiger and a little later
the two companies were doing business.

TWO-STAGE MEASURING PROCESS

The X-pid has been developed for applications where VOCs are
frequently and, above all else, selectively measured in low con-
centrations. Selective means that the device not only detects
the overall concentration, but also the individual substances.
The abbreviation “pid” stands for photoionization detector. This
exposes the collected ambient air to the UV light of a gas dis-
charge lamp in a measuring chamber. This intensive light can
ionize gas molecules so that electrons are released from the
molecules, creating a measurement current, which is analyzed
by the detector as a measurement signal. In the first measure-

RETAILER INDUSTRY

MAN NOT MACHINE Not a single robot picks the shoeboxes
from the high shelves at Deichmann in Bottrop

GAS MEASUREMENT
The X-pid 9500 from Drager
simplifies the monitoring

and documentation process;
it is operated using this
intrinsic safe smartphone

ANY CHEMICALS HERE?
Gases can be emitted

from adhesives and

cause headaches and

irritate airways in higher
concentrations

ment stage (“Seeker” mode), the total concentration is read —»
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PACKED TO THE RAFTERS Up to 8,000 shoeboxes fit in a single container

DATA CAN BE EVALUATED
IN REAL TIME

and displayed. In the second stage (“Analysis” mode), gas chro-
matography measures selected target compounds. The analysis
breaks down the broad overview provided by the seeker into sin-
gle concentrations (substance by substance). Deichmann has
incorporated both the measurement device and the process in
a company directive for quality control. “Before any container
is opened, a measurement must be taken to provide a guide val-
ue of the level of harmful substances inside,” states the direc-
tive. “The Dréager X-pid 9500 gas measurement device must be
used for this purpose.”

From the data gathered in the testing laboratories, Deich-
mann knew that it was dealing with 16 relevant substances that
can be harmful to human health. Most prominent among these
are benzene and toluene. When it came to setting the thresh-
old limits, the company played it safe. By its own account, com-

FLAGSHIP STORE IN ESSEN

Employees and customers benefit from the
safety tests performed on the freight containers

pared to other players in the industry, the limits were set low.
In simplified terms, depending on the threshold value, the fol-
lowing has applied ever since: A container can be unloaded if
the total concentration is less than ten parts per million (ppm).
Experience shows that there is no need to take action here.
With concentrations of up to 50 ppm, a second measurement is
mandatory. In such cases, it is to be expected that the concen-
tration of individual VOCs exceeds the critical level. The con-
tainer may not be opened if the figure is higher than 50 ppm.
Instead, it must be ventilated together with its load until the
concentration has dropped to a safe level. If this doesn’t work,
the consignment is sent back. “Critical thresholds are exceed-
ed here once or twice a month,” says quality assurance man-
ager Marcel Cornelissen. “The problem can usually be solved
with fresh air.”

NINE-MONTH TEST PHASE

The X-pid 9500 was tested for nine months before Deichmann
adopted it for the regular measurement of containers. During
this period, comparisons with laboratory analyses revealed that
the portable device delivers very fast and reliable results. In addi-
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HOT MIXTURE

RETAILER INDUSTRY

Freight containers spend up to eight weeks traveling from

Asia to Europe by ship. Various harmful substances can build up
inside the containers during this time. There is no way of
forecasting when their concentration will reach a critical level.

The weather conditions during the journey also

play a role. There are no problems
at all in winter, but a real gas cocktail
can be concocted in summer.

This can be recorded in

detail by measuring \ ) |

the concentrations

tion, it is easy to operate and can wirelessly send the test results
to a digital network - including important supplementary data
such as GPS coordinates and the container ID. This simplifies
monitoring and documentation, allowing the quality manage-
ment team to remotely view and evaluate in real time all the
data recorded by the goods receiving department at the distri-
bution center.

The commitment of the Driager employees also convinced
Deichmann’s quality management team. Step by step, they adapt-
ed the device, which had originally been developed for measur-
ing the levels of harmful substances in cramped containers in
the oil and gas industry, to the special requirements of the shoe
containers. For instance, they replaced the plastic tip on the
measurement probe with a thinner steel tip so as not to dam-
age the rubber seal on the container door. They also expanded
the measurement range of the probe by feeding in fresh airin a
controlled manner so that the device — unlike the standard ver-
sion — can also analyze concentrations above 65 ppm. Finally,
they enhanced the range of detectable VOCs and integrated the
new features in the X-pid 9500 via a software update. “We can
now select eight of the 16 substances relevant to us,” says Mar-

cel Cornelissen, describing the current state of affairs. “As such,

we have the best solution currently available.”

STANDARD MEASUREMENT METHODS?

On April 1, 2020, Deichmann completed the delivery of the
X-pid 9500 to its nine distribution centers. Five of these are
located in Germany, the others in the Netherlands, Slovakia,
Poland, and Switzerland. The devices are regularly maintained
as part of a service contract. The employees in Germany were
trained centrally in Bottrop, while those in other countries
were trained at their own respective locations. Furthermore,
Marcel Cornelissen recommended the X-pid 9500 to the VOC
working group of the “Cooperation for assuring defined stan-
dards for shoe and leather goods production” (cads). One of the
remits of the 83 member companies is to secure the quality of
footwear and leather goods. Why is it in Deichmann’s interest
to ensure its competitors also use the X-pid 9500? “It would be
good if the entire industry could agree on a standard measure-
ment method for VOC concentrations,” says Cornelissen. “Then
we could increase the pressure on the manufacturers to adhere
to our specifications.” -
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