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Description Range Accuracy Resolution PartNo. & & & X X X X X X X X = Cal Interval Cal Interval or with CC-Vision X-dock Comments*
XS DragerSensor®
Hydrazine (NH,) XS Max 0 - 3.00 ppm
gi’;m‘ﬂ"?m‘immemy‘ o gggg zg: <45% of measured value 0.01 ppm 6809190 X 1-Yr 3 Month 6 Months DraegerService N/A Factory calibration
(CH3)2N-NH2 (dimethyl hydrazine) 0-3.00 ppm
Hydrogen Flouride/Hyrdogen Chloride (HF/HCI) XS Max 0 - 30.0 ppm
HCI (hydrogen chloride) 0-30.0 ppm
HNO3 (nitric acid) 0-30.0 ppm i
HBr (hydrogen bromide) 0-30.0 ppm <£15% of measured value 0.1 ppm 6809140 X 1-Yr 6 Month 12 Months 10 or 25 ppm HCI N/A SS Regulator, P'}I;T(iﬂh;ed h::g (s:orl as possible),
POCI3 (phosphorous thrchlorideoxide) 0-30.0 ppm or 0se <6 Inches
PCI3 (phosphorous trichloride 0-30.0 ppm
HF (hydrogen fluoride) 0-30.0 ppm
Hydrogen Peroxide (H,0,) XS 0-20.0 ppm <10% of measured value 0.1 ppm 6809170 X 1-Yr 6 Months 12 Months 10 ppm SO, N/A Bump test with H,0, - request procedure
XXS DragerSensor®
Amines XXS Std 0 - 100 ppm
CH3NH2 (methylamine) 0-100 ppm
(CH3)2NH (dimethylamine) 0-100 ppm : :
CH3)3N (trimethylamine) 0- 100 ppm <#5% of measured value 1 ppm 6812545 X| X|X X | 1-Yr 3 Months 6 Months 50 ppm NH3 50 ppm NH3 Use Tygon tubing and Stainless-Steel Regulator
C2H5NH?2 (ethylamine) 0-100 ppm
(C2H5)2NH diethylamine) 0-100 ppm
(C2HB)3N (i i 0-100 ppm
Ammonia (NHs) XXS 0 - 300 PPM <#3% of measured value 1ppm 6810888 X X| X | X X | 1-yr 3 Months 6 Months 50 ppm NH3 50 ppm NH3 Use Tygon tubing and Stainless-Steel Regulator
Carbon Dioxide (COz) XXS 0-7.0% <+20% of measured value 0.1% Vol. 6810889 X X| X| X X | 15-Mo 3 Months 6 Months 2.5% Vol CO2 2.5% Vol CO2
Carbon Monoxide Low Conc. (CO) XXS LC* 0 - 2,000 ppm <+2% of measured value 1 ppm 6813210| X X| X[ X| X[ X|X]|X]| 3Yr 6 Months 12 Months 100 ppm CO 100 ppm CO
Carbon Monoxide High Conc. (CO) XXS HC 0-10,000 ppm <+2% of measured value 5 ppm 6812010 X[ X[ X X | 1-¥Yr 3 Months 6 Months 100 ppm CO 100 ppm CO
CO Hydrogen Compensated (CO-H2 CP) XXS 0 - 2,000 ppm <+2% of measured value 1 ppm 6811950 X x| x| x X | 1-vr 6 Months 12 Months ég% ’;';';1”1 Elcz) ég% ’;';';1”1 Elcz)
H,S: <+ 5 % of measured
g g 0- 2,000 ppm CO ’ o 1 ppm g 100 ppm CO 100 ppm CO
CO-LC/H,S-LC Dual Sensor XXS 0-100 ppm H,S value, CO: £+ 2 % of 0! vom 6813280 X X| X| X X | 2-Yr 6 Months 12 Months 25 ppm H2S 25 ppm H2S
measured value
Chlorine (Cl,) XXS Std 0 - 20 ppm
CI2 (chlorine) 0-20 ppm Use Stainless-Steel Regulator and PTFE-lined Tygon
F2 (fluorine) 0-20 ppm <+2% of measured value 0.1 ppm 6810890 X X | X| X X | 1-Yr 3 Months 6 Months 5 ppm CI2 5 ppm CI2 tubing with 2ea. 8324098 X-dock PTFE Hose Connector
Br2 (bromine) 0-20 ppm Sets for connection to X-dock.
ClO2 (chlorine dioxide) 0-20 ppm
Hydrogen Cyanide (HCN) XXS 0-50 ppm <+5% of measured value 0.1 ppm 6810887 X X[ X[ X X | 2-Yr 3 Months 6 Months 10 ppm HCN 10 ppm HCN
Hydrogen Cyanide (HCN) XXS PC 0 -50 ppm <#5% of measured value 0.5 ppm 6813165 X[ X| X X | 1-Yr 3 Months 6 Months 10 ppm HCN 10 ppm HCN
Hydrogen High Conc. (Hp) XXS HC 0- 4% Vol. <+2% of measured value 0.1% Vol. 6812025 X X| X| X X | 1-yr 3 Months 6 Months | 2% Vol (50%LEL) H2 | 2% Vol (50%LEL) H2 _|Check on compatibility with CO or CO-H2 sensors
Hydrogen Low Conc. (Hz) XXS 0 - 2,000 ppm <#1% of measured value 5 ppm 6812370 X| x| X X | 1-¥r 3 Months 6 Months 500 ppm H2 500 ppm H2
Hydrogen Sulfide High Conc. (H,S) XXS HC 0 - 1,000 ppm <+2% of measured value 2 ppm 6812015 X| X| X X | 1-yr 3 Months 6 Months 100 ppm H2S 100 ppm H2S
Hydrogen Sulfide Low Conc. (H,S) XXS Lc! 0 - 200 ppm <+2% of measured value 0.1 ppm 6811525| X X | X[ X| X| X| X[ X]| 3Yr 6 Months 12 Months 25 ppm H2S 25 ppm H2S
Nitrogen Dioxide (NO2) XXS 0-50 ppm <+2% of measured value 0.1 ppm 6810884 X| XXX X| x| x| 1-yr 3 Months 6 Months 5 or 10 ppm NO2 5 or 10 ppm NO2
Nitrogen Dioxide Low Conc. (NOp) XXS LC 0-50 ppm <+3% of measured value 0.02 ppm 6812600 X X| x| X X | 1-yr 3 Months 6 Months 5 ppm NO2 5 ppm NO2
Nitrogen Oxide (NO) XXS 0 - 200 ppm <+3% of measured value 1 ppm 6811545 X X X[ X[ X X[ 1-Yr 3 Months 6 Months 25 ppm NO 25 ppm NO
Odorant (mercaptan) XXS Std 0 - 40 ppm
THT (tetrahydrothiophene) 0-40 ppm
(CH3)3CSH (tert.-butyl mercaptane) 0-40 ppm 10 MeM
C2H5CH(CH3)SH (sec.-butyl mercaptane) 0-40 ppm <£3% of measured value 1 ppm 6812535 x| x| x x| 1-vr 3 Months 6 Months 10 ppm MeM ppm MeM or MeM available on X-dock with 202.02.11 firmware
CH3SH (methyl mercaptane) 0- 40 ppm 10 ppm THT
C2H5SH (ethyl mercaptane) 0-40 ppm
(CH3)2S (dimethyl sulphide) 0-100 ppm
CH3SSCH3 0-40 ppm
Organic Vapor (OV) XXS Std 0 - 200 ppm
C2H40 (ethylene oxide) 0- 200 ppm
C3HBO (propylene oxide) 0- 200 ppm . I
C2H4 (ethene / ethylene) 0-100 ppm Calibration gas capability controlled by sensor code
C3H6 (propene) 0-100 ppm
C2H3CI (vinyl chloride) 0- 100 ppm 10 ppm ETO or 10 ppm ETO or methanol 700 ppm range added in dataset in CC-Vision
g:gg: C(Eg‘:;"&‘) "a';":r":)"d of June 2025 g‘ ’igg gg: <5% of measured value 0.5 ppm 6811530 X X | x| X X | 1-yr 3 Months 6 Months 100 ppm CO or 100 ppm CO or 8.1.2
utadi -
HCHO (formaldehyde) 0- 100 ppm 25 ppm Ethylene 25 ppm Ethylene
(H3C)2CHOH (iso-propanol) 0 - 300 ppm Methanol will be removed from OV sensor starting the
C4H8O (tetrahydrofuran) 0- 200 ppm end of June 2025
C2H30CH2CI (1-chloro-2,3-epoxypropane) 0-100 ppm
CBH5CHCH?2 (styrene) 0-100 ppm
H2CC(CH3)COOCHS (methyl methacrylate) 0-100 ppm
Organic Vapor A (OV-A) XXS Std 0 - 200 ppm
C2H40 (ethylene oxide) 0-200 ppm
2CCHCN til - . .
(cH3)2cc£|azcr()wAsirvg\jt‘:rze) g.igg :;s: 10 ppm ETO or 10 ppm ETO or Calibration gas capability controlled by sensor code
CH3COOC2HS (vinylacetate) 0-100 ppm <+20% of measured value 1 ppm 6811535 X X| x| x X | 1-vr 3 Months 6 Months lOOpSpm coor 1oopgpm coor
C2H50H (ethanol) 0-300 ppm - Methanol added starting with s/n ARTH-0001. In CC-
CH3CHO (acetaldehyde) 0-200 ppm 25 ppm Ethylene 25 ppm Ethylene |\icion ver. »8.1.2
(C2HS)20 (diethyl ether) 0-200 ppm )
C2H2 (ethine / acetylene) 0-100 ppm
CH3OH (methanol) 0- 700 ppm
02: <+ 1 % of measured
- 259
02/CO-LC Dual Sensor XXS W-a3BUler value, CO: < £ 2 % of QLY 6813275 X x| x| x X| 2:vr | 6Months 12 Months B B <19% 02 required for bump test of 02 on X-dock
0 - 2,000 ppm CO 1 ppm 100 ppm CO 100 ppm CO
measured value
02: <+ 1 % of measured " " " "
- 259 9
02/H25-LC 0 - 25% Vol 02 value, H2S: < £ 5 % of 0.1%vol 6814137 X x| x| x x| 2-vr 6 Months 12 Months ambient air ambient air <19% O2 required for bump test of O2 on X-dock
0 - 100 ppm H2S 0.1 ppm 25 ppm H2S 25 ppm H2S
measured value
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Oxygen (O) XXs* 0 - 25% Vol. <#1% of measured value 0.1% Vol. 6810881 | X X[X|X| X| X[ X]|X]| 3Yr 6 Months 12 Months ambient air ambient air <19% O2 required for bump test of O2 on X-dock
Oxygen (Oz) XXS O2 100 0 - 100% Vol. <#1% of measured value 0.5% Vol. 6812385 X| x| X X | 1-yr 3 Months 6 Months ambient air ambient air Calibrate at altitude where being used
9/ i &
Oxygen (0,) XXS PR* 0-30% Vol. <£1% of measured value 0.1% Vol. 6800530 x| x| x| x| x| x|x]| 3vr| &Months 12 Months ambient air ambient air 213 e/‘; 8: LZ‘:“;;;Z‘:;:; busn:/‘r) ::::r:fHSi :’;;(J:ﬁc'; 025
©Ozone (Og) XXS 0-10 ppm <+3% of measured value 0.01 ppm 6811540 X X| X| X X | 1-vr 3 Months 6 Months 5 ppm NO2 5 ppm NO2 N2 required for zero calibration
Phosgene (COCl,) XXS 0-10 ppm <#5% of measured value 0.01 ppm 6812005 X x| x| x X | 1-yr 3 Months 6 Months 2 to 3 ppm COCI2 2103 ppm COCI2___|Calibration gas not sold by Draeger
Phosphine (PH3) XXS Std 0 - 20 ppm
PH3 (phosphine) 0-20 ppm
AsH3 (arsine) 0-20 ppm <+2% of measured value 0.1 ppm 6810866 X X| X| X X | 1-Yr 3 Months 6 Months 0.5 ppm PH3 0.5 ppm PH3
B2H6 (diborane) 0-20 ppm
SiH4 (silane) 0-20 ppm
Phosphine High Conc. (PH3) XXS HC 0 - 1,000 ppm <#2% of measured value 1 ppm 6812020 x| X|x X | 1-yr 3 Months 6 Months 5 ppm PH3 5 ppm PH3 Not compatible with CatEx sensor
Suilfur Dioxide (SO,) XXS 0- 100 ppm <£2% of measured value 0.1 ppm 6810885| X XX XX | X | X[ x| 2-yr 3 Months 6 Months 5 ppm SO2 5 ppm SO2 Do not use H2S/SO2 mixed gas on the X-dock
Cat Ex DragerSensor®
0-100% LEL 1% LEL
Cat Ex 125 PR 0 - 5.0% Vol. <+1% of LEL 0.1% Vol. 6812950 X X X | X| 3Yr 3 Months 6 Months 50% LEL CH4 50% LEL CH4
5 - 100% Vol.?* 1.0% Vol.
0-100% LEL 0.1% Vol
Cat Ex 125 PR Gas (MSHA Approved) 0 -5.0% Vol. <+1% of LEL 1'00/: Vgl' 6813080 X X X | 3-Yr 3 Months 6 Months 2.5% Vol CH4 2.5% Vol CH4 "chyL" mode in X-am 8000 for 50 to 50,000 ppm range
5 - 100% Vol.** i | for Method 21 tvpe testina
0-100% LEL <+1%LEL at 1% LEL
CarEx SR (Shock Resistant) 0-5.0% Vol. ° a 0.05% Vol 6851900 X X 3-Yr 3 Months 6 Months 2.5% Vol CH4 2.5% Vol CH4
4 50 % LEL pd
0-100% Vol. 0.1% Vol
0 - 40,000 ppm (h2L) 10 ppm o o o o
CatEx H2 100 0- 100%LEL $£19% LEL at 50 % LEL 2% LEL 3729050 X | 2:vr | 3Months 6Months | 2% H2(50%LEL) 2% H2 (S0% LEL)  ~ Only XXS H2, XXS H2 HC, XXS H2S LC, XXS 02
>99% Vol H2 High range - manual cal sensors can be used with this sensor
0 - 100 Vol% 1% Vol
IR DragerSensor®
<+1.5% LEL methane at
0 - 100%LEL 1% LEL 50% LEL CH4 50% LEL CH4 i
Dual IR-EXICO, HC 0- 100% Vol. <059 602 at 0.1% Vol. 6800276 X| 5y |  6Months | 12Months 50% Vol CH4 50% Vol CH4 R e e I e P 2= RO AL
0 - 100% Vol. CO, : 500\);)|°.% @ 0.1% Vol. 50% Vol CO2 50% Vol CO2 :
9
0 - 100%LEL 5*1'5/"5'}5/" T;ﬁ“a”e at 1% LEL 50% LEL CH4 50% LEL CH4 N2 required for CO2 zero calibration
Dual IR-EX/CO;, ES (replaces 6811960) 0 - 100% Vol. 20,08 Vol "D/ CO2at 25 0.1% Vol. 6851880 X X | 5-Yr 6 Months 12 Months 50% Vol CH4 50% Vol CH4 0- 9,900 ppm in X-am 5600
0-5.00% Vol. CO, | =** °V;| ‘i% atz. 0.02% Vol. 2.5% Vol CO2 2.5% Vol CO2 0 - 50,000 ppm range in X-am 8000
0-100% LEL <+1.5% LEL methane at 1% LEL o o VI
IR-Ex ES (replaces 6812180) 0- 100% Vol. 50% LEL 0.1% Vol. 6851881 X X | 5-Yr 6 Months 12 Months 50% LEL CH4 50% LEL CH4 Can be configured for 2 ranges/gases via CC-Vision
9 0-9,900 ppm <+0.08 Vol.-% CO2 at 2.5 50 ppm , , N2 required for CO2 zero calibration
IR-CO, ES (replaces 6812190) 0-5.00% Vol. Vol.-% 0.02% Vol. 6851882 X X | 5-Yr 6 Months 12 Months 2.5% Vol CO2 2.5% Vol CO2 0- 50,000 ppm range in X-am 8000
PID DragerSensor”
0-20 ppm - 100 ppb
at 100 ppm isobutylene: | >20 ppm - 200 ppb
<+ 2% of measured value | >50 ppm - 500 ppb
PID HC neo 0.3 - 2000 ppm >100 ppm - 1 ppm | 6800417 X 1-Yr 1 Month 12 Months | 100 ppm isobutylene 100 ppm isobutylene
at zero point: >200 ppm - 2 ppm
<+ 0.3 ppm isobutylene >500 ppm - 5 ppm
>1000 - 10 ppm
0-20 ppm - 100 ppb
at 100 ppm isobutylene: >20 ppm - 200 ppb
<+ 2% of measured value | >50 ppm - 500 ppb Use with benzene scrubber tube for benzene specific
PID HC 0.3 - 2000 ppm >100 ppm - 1 ppm | 6813475 X | 1-Yr 1 Month 12 Months 100 ppm isobutylene 100 ppm isobutylene P
int- readings up to 100 ppm (01/2021)
at zero point: >200 ppm - 2 ppm
<+ 0.3 ppm isobutylene >500 ppm - 5 ppm
>1000 - 10 ppm
at’5 ppm isobutylene: . .
0-15 ppm isobutylene | <* 2% of measured value | 0-2 ppm - 10 ppb ?gﬁl;if;:z;lruor‘:\gefog f:;;os;arlézr?;rl]o:ﬁar er.
PIDLC 15 ppm I 4 >2 ppm - 20 ppb | 6813500 X | 1-Yr Each use N/A 5 ppm isobutylene 5 ppm isobutylene | P ) | ger.

0.02-8ppm benzene

at zero point:
<+ 0.05 ppm i e

>5 ppm - 50 ppb

Use with benzene scrubber tube for benzene specific
readings up to 100 ppm (01/2021).

* Comments - FKM tubing is recommended for all sensors with the exception of chlorine, nitrogen dioxide and ammonia. For chlorine use the Teflon-lined Tygon tubing and for nitrogen dioxide and ammonia use the Tygon tubing.

1 - From December 1st, 2018, 5 year warranty when sold as installed in an X-am multi-gas monitor. 3 year for replacement sensors.

2- 0-100%Vol range in X-am 5000 only when selected
3- Full Range mode in X-am 8000
4- Full Range mode in X-am 5800
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