
Dräger H2O2 Calibration Service
Product Service

Benefit from accurate and reliable calibration with controlled hydrogen
peroxide target gas. The unique Dräger H2O2 Calibration Service provides
measurement performances and functionality tests for your sensor. The
combination of a scientific calibration laboratory in our National Safety Service
Center and intelligent Dräger Sensor Technology enables the H2O2  sensor
to be precisely calibrated outside of the installed transmitter.
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Sensor warm-up bench

to prepare the calibration

Stock management

for in- and outgoing sensors and exchange processes

Fume hood containing calibration bench

for generating H2O2 test gas

Calibration certificates

through data acquisition
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Have your H2O2 sensors adjusted – conveniently and reliably with our target gas calibration

To ensure that your sensors can reliably support process validation, they must be checked regularly for their
functionality and accuracy. This is a necessity for your decontamination process, workplace safety and to
comply with the regulations of national testing authorities.

Due to the physical-chemical properties of hydrogen peroxide, H2O2 cannot be applied like normal test
gases from test gas cylinders. The gas is not available in the field. An appropriate test environment is the
basic requirement for the target gas validation. Only under controlled laboratory conditions, a defined H2O2

concentration can be generated, which is needed for accurate adjustment.

Our target gas calibration is more superior than any surrogate calibration or indirect measurement.
Standardized testing procedures, state-of-the-art workshops and intelligent logistics guarantee maximum
performance and safety.

Calibrated and ready-to-use sensors within the shortest time

The plug-in system of Dräger sensors allows to exchange individual sensors in minutes without having to
remove the gas detection transmitter. To minimize downtime when returning one sensor for maintenance, the
monitoring process can be maintained by a second sensor, which is freshly calibrated. These sensors operate
in exchange. We can inform you when the maintenance cycle of your sensors is due and provide the exchange
sensor.

Continuous development and improvements

As early as 1994, Dräger introduced the first electrochemical sensor for monitoring concentrations of hydrogen
peroxide vapor. Since then, the EC sensor’s technology as well as the H2O2 sensor calibration process
have been continuously improved. Our monitoring technology has promoted the worldwide success of H2O2

applications.

Experienced Dräger service technicians, trained by the Dräger Academy, carry out the calibration service in our
authorized H2O2 calibration workshop in Houston, TX. Our manufacturer service guarantees the best quality
and is currently the ONLY North America service facility that can provide this service offering,

Integrated certificate generation for your highest quality requirements

The entire maintenance process is documented step by step, and all values found are recorded. At the end, we
issue an appropriate calibration certificate. We also document and archive the complete service history for you
in full.
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Established Service Organization

With 190 service locations worldwide, Dräger technicians are never far away. We have been conducting
services for over 130 years and have gained much experience, which is used by our 3,500 employees in
services.

System Components
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Electrochemical (EC) DrägerSensor®

Fast response, high accuracy, great stability, long life. Electrochemical
DrägerSensors offer all these benefits. You can use the robust
and long-life sensors for the selective measurement of the smallest
concentrations of toxic gases and oxygen in ambient air.
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DrägerSensor® XS

DrägerSensors® XS are ahead of the field thanks to their high reliability
and warranty periods of up to 5 years. Dräger's smart technology allows
simple sensor installation and switching using plug-and-play.
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Product Service

At Dräger, we stand behind our products with a range of service
packages—in our shops or on site in your plant. Regular service and
maintenance are essential for protecting your people and your facilities.
Diligent maintenance and care is also necessary from an economic
perspective. Preventive checks, service procedures and original
replacement parts can extend the life of your investment.

Related Products

D
-3

17
14

-2
01

1

Dräger X-am® 5100

For manufacturing petrochemical products, aseptic packing, or handling
of rocket fuel: the Dräger X-am® 5100 portable single-gas detector
ensures safe handling of HF, HCl, H2O2 or hydrazine—thanks to
proven Dräger sensor technology and a device design which is perfectly
customized to reactive gases.
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Dräger Polytron® 7000

The Dräger Polytron® 7000 gas detector can satisfy all toxic gas
and oxygen measurement applications on a single platform. It meets
compliance requirements, as well as the high specification requirements
of customized solutions.
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Dräger Polytron® 8100 EC

The Polytron® 8100 EC is Dräger’s top of the line explosion-proof
transmitter for the detection of toxic gases or oxygen. It uses a high
performance plug and play electrochemical DrägerSensor to detect
a specific gas. Besides having a 3-wire 4 to 20 mA analog output with
relays, it also offers HART®, Modbus and Fieldbus protocol, making it
compatible with most control systems.
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Dräger PointGard 2100

The Dräger PointGard 2100 series is a self-contained gas detection
system for the continuous area monitoring of toxic gases in ambient air.
PointGard 2100’s rugged, water-resistant housing comes complete with
a horn and strobes, a built-in power supply, and reliable DrägerSensor®.

D
-6

80
6-

20
16

Dräger REGARD® 7000

The Dräger REGARD® 7000 is a modular and highly expandable control
system for monitoring various gases and vapors. Ideal for gas warning
systems with various levels of complexity and numbers of transmitters,
the Dräger REGARD® 7000 delivers exceptionally reliability and
efficiency. An additional benefit is the controller's backward compatibility
with the REGARD®.
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Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany
www.draeger.com

USA
Draeger, Inc.
7256 S. Sam Houston Parkway W.,
Suite 100
Houston, TX 77085
1 800 4DRAGER
(1 800 437 2437)
.
CANADA
Draeger Safety Canada, Ltd.
2425 Skymark Ave., Unit 1
Mississauga, Ontario L4W 4Y6
1 877 DRAGER1
(1 877 372 4371)
.

Locate your Regional
Sales Representative at:
www.draeger.com/contact

91
 0

7 
40

7 
| 

21
.0

2-
1 

| 
H

Q
 |

 P
P 

| 
S

ub
je

ct
 to

 m
od

ifi
ca

tio
ns

 |
 ©

 2
02

1 
D

rä
ge

rw
er

k 
AG

 &
 C

o.
 K

G
aA

Test Points DrägerSensor® Sensor Order
Number

Concentration
Range

Service Description Service Order
Number

2 points H2O2 LC 68 09 705 0 ppm to 10 ppm Sensor Calibration -
2 point

MQ 90 265

2 points H2O2 HC 68 09 675 0 ppm to 800 ppm Sensor Calibration -
2 point

MQ 90 265

3 points H2O2 LC 68 09 705 0 ppm to 10 ppm Sensor Calibration -
3 point

MQ 90 292

3 points H2O2 HC 68 09 675 0 ppm to 800 ppm Sensor Calibration -
3 point

MQ 90 292

4 points H2O2 LC 68 09 705 0 ppm to 10 ppm Sensor Calibration -
4 point

MQ 90 293

4 points H2O2 HC 68 09 675 0 ppm to 800 ppm Sensor Calibration -
4 point

MQ 90 293

2 points H2O2 LC 68 09 705 0 ppm to 10 ppm As Found Sensor
Calibration - 2 point

MQ 90 572

2 points H2O2 HC 68 09 675 0 ppm to 800 ppm As Found Sensor
Calibration - 2 point

MQ 90 572

3 points H2O2 LC 68 09 705 0 ppm to 10 ppm As Found Sensor
Calibration - 3 point

MQ 90 573

3 points H2O2 HC 68 09 675 0 ppm to 800 ppm As Found Sensor
Calibration - 3 point

MQ 90 573

4 points H2O2 LC 68 09 705 0 ppm to 10 ppm As Found Sensor
Calibration - 4 point

MQ 90 574

4 points H2O2 HC 68 09 675 0 ppm to 800 ppm As Found Sensor
Calibration - 4 point

MQ 90 574

All All All All Sensor Storage MQ 90 222


