
The Babyleo® TN500 is an IncuWarmer that provides optimal thermoregulation for neonates 
in open care, closed care, transition, and during intrahospital transports. With a combination 
of three synchronised heat sources, our Babyleo creates a stable temperature environment 
that helps your smallest of patients thrive and grow—while making your workflows easier 
with quick and comfortable access to the infant patient.

IncuWarmer
Dräger Babyleo® TN500

—
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Benefits

Redefining Thermoregulation – Keeping the temperature stable
Babyleo is an IncuWarmer that provides optimal warming as an incubator, as a radiant warmer, during the transition 
between closed and open care, and during intra-hospital transport. The convective heater, dual radiant warmer and 
heated mattress are synchronised to keep the temperature stable so heat loss and overheating are minimised or 
avoided. The different heat sources allow you to quickly switch modes so that the transition and intrahospital 
transport can be carried out seamlessly and immediately without having to cope with heat loss. Babyleo’s design 
helps to ensure a stable microclimate and at the same time grant both clinical staff and parents easy access to the 
baby: Its integrated ClearView function reduces condensation on the inside of the hood and simultaneously 
decreases radiative heat loss thanks to its electronic double wall. Moreover, dual air curtains reduce temperature 
drops during access and keep the air velocity around the baby low, creating a positive developmental environment. 
Additional automated therapy modes free up nurses’ time, lower stress in the neonatal ward as well as improve 
preemies' microclimate, especially while providing consistent care when using special procedures such as “Tolerate 
Cooling”, Warm-up and Weaning. Our IncuWarmer offers a closed humidification system that allows you to set the 
humidity level up to 99% RH in manual mode or the option to use Auto mode.

Making your workflow easier and more efficient
To care best for your most vulnerable small patients, Babyleo gives both parents and clinical staff comfortable and 
easy access at all times throughout the entire patient pathway. The hood design allows you to open it with only one 
finger giving you exceptionally fast and easy access. The jumbo handports enable you to reach the entire bed area. 
The variable height adjustment ensures a comfortable workplace and allows parents to be closer to their babies, 
even when sitting in a wheelchair. In addition, automatic modes are included so you have more time to focus on the 
baby instead of the device. You can intuitively navigate through the display with the easy-to-use Dräger user 
interface and Touch-Turn-Confirm operating concept. For intrahospital transports, Babyleo supports you with an 
intuitive switch to battery operation by simpling pulling the mains plug. There is no need to change settings or 
connect devices.

Creating an environment conducive to developmental care
Designed with the baby's development in mind, Babyleo has an extremely low operating noise level as well as light 
and noise monitoring inside the patient compartment. This way you are aware of the baby's exposure to potentially 
harmful stimuli, allowing you to react quickly and safely reduce these stressor factors. A safely integrated audio 
stimulation function gives you the opportunity to positively stimulate the baby, playing parent's heartbeat or voice 
to soothe and stabilise the baby or even facilitate music therapy interventions in your unit.

Welcoming family-centred care
Babyleo’s friendly device design, large variable height adjustment range plus other elements allow parents to 
comfortably get closer to their baby and make families feel welcome when visiting. Our Kangaroo Care Mode and 
Babyleo’s ambient lighting allows parents to safely and comfortably care for their baby while improving their NICU 
experience. The dedicated and personalised Family View clearly displays baby's therapy status and progress so it is 
easy to understand at a glance – all in an effort to help integrate parents into the care process.
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“One baby, one bed” throughout the patient pathway
The clinical transport of premature infants is critical all along the patient pathway. For this reason, our advanced 
IncuWarmer Babyleo with optional battery supports active warming and continued monitoring when transporting 
your patient between departments – keeping the infant always in a single “bed” and thus stable thermal 
environment. The built-in system makes it easy for you and safe for the patient to start and conduct a transport also 
connected with our dedicated neonatal ventilator Dräger Babylog. Moreover, the integrated battery check supports 
patient safety for a reliable transport and allows a prolonged lifetime.

Benefits

Breaking the chain of infections
Breaking the chain of infection and complying with your hospital's hygiene protocols is critical in today's clinical 
environment. Babyleo was designed to support IPC challenges and processes within the NICU. With infection 
prevention in mind, we’ve implemented hygienic design properties like smooth surfaces, and limited the number of 
parts that need to be disassembled. To eliminate risk of germs entering the system we introduced a completely 
closed humidification system with humidification provided by steam from boiled water. For reprocessing, the 
automatic humidifier cleaning mode heats up the remaining water in the humidification reservoir until the reservoir is 
clean and empty achieving a standard required level for disinfection processes.

Easy servicing
Because having dependable devices is imperative in neonatal care, we support you with efficient services in every 
way. We conduct a yearly inspection and preventive maintenance according to the manufacturer’s specifications. 
Our trained engineers use certified test equipment which provides you with high device performance and seamless 
documentation, including test history in adherence to quality and test standards. Babyleo’s innovative Truck Mode 
design makes it comfortable and ergonomic for technicians to work on with easy access to electronics, heating 
elements, humidification system, and more, for efficient repairs. Additionally, Babyleo comes with a modular repair 
strategy including our Connectivity Package for faster on-site installation of the latest software which is managed 
centrally via the network for minimal clinical workflow disruptions.

Sustainably crafted for generations
As a manufacturer of medical technology for over 130 years, we are committed to provide excellence in the quality 
of our products. And we are also taking responsibility in creating sustainable products. Therefore, our Babyleo is 
designed to protect the environment, patients, and users. Every component of Babyleo undergoes rigorous 
assessments for product lifetime and reliability. We take pride in ensuring that each detail is crafted with the utmost 
care, promising a lasting lifetime and an easy onsite serviceability. As baby's well-being is our top priority, we've 
created an environment in the patient compartment where your infant patients can thrive and grow without 
exposure to harmful substances like volatile organic compounds (VOC), Bisphenol A (BPA), Polyvinylchloride (PVC), 
or natural rubber latex. Invest in a future where quality meets sustainability.
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The heated mattress is available for additional warming of the patient from 
below (size 450 x 690 x 40 mm / 17.72 x 27.17 x 1.57 in). The material is 
x-ray translucent so the use of the x-ray tray is possible. The Auto Mode 
regulates the temperature of the heated mattress and can be operated in 
open and closed care.

Heated Mattress (Optional)

System Components
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Thanks to the viscoelastic foam core, the Dräger Softbed mattress supports 
patient comfort. The design takes into account the special needs of sensitive, 
immature skin. The soft material minimises conductive heat losses, which 
helps contribute to the positive development of the infant as the risk of cold 
stress can be reduced.

Softbed Mattress
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Tolerate cooling, warm-up and weaning are included in the AutoThermo 
Package. The cooling mode fully supports therapy with external cooling 
devices. All heat sources switch off while allowing you to continue monitoring 
and trending skin temperature as well as regulating humidification and 
oxygen. The warm-up mode controls the warm-up of the patient in defined 
temperature steps and intervals. The weaning mode reduces the air 
temperature in controlled steps and intervals while monitoring the skin 
temperature to automatically wean the baby off the incubator.

AutoThermo Package (Optional)
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Includes components to support your developmental care practices. An 
integrated speaker in the sensor wall can connect to any MP3 player or 
cellular phone with an audio cable (3.5 mm audio jack) allowing you to 
incorporate audio stimulation in the patient compartment, for example the 
sound of the mother's voice or heartbeat. Sensors inside the patient 
compartment measure light level and noise level directly by the baby and 
trends are displayed on the user interface.

Developmental Care Package (Optional)
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The electronic scale is seamlessly integrated into the Babyleo and 
measurement indications and trends are shown on the display screen. The 
Standard Scale and the Certified Scale, which conforms to NAWI guidelines, 
are available.

Integrated Scale (Optional)

System Components
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Servo-controlled oxygen enrichment is supplied within the enclosed patient 
compartment through the connection to the central gas supply or oxygen 
cylinders on the therapy unit. The integrated oxygen sensor technology was 
developed with the international regulatory requirements and core 
competence from Dräger. The Oxycell® O2 Sensor is based on electro-
chemical technology.

Oxygen Regulation in Patient Compartment (Optional)
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An integrated drawer allows you to store all items needed for your care 
practices. It opens to the front which provides the best access when the side 
access panels are folded down. The drawer is lockable and an insert is 
included for easy organisation. As an alternative, the swivel drawer opens to 
the side which provides best access when working through the hand ports or 
when the front panel is folded down.

Drawer (Optional)
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A quick release holder allows you to attach gas cylinders (one oxygen and 
one air) to the trolley.

Gas Cylinder Holder (Optional)
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At the front of Babyleo, you can use a front access panel with a central large 
grommet to route cable and hoses at the center into the patient compartment 
from the top. This is an alternative to the front access panel with one hand 
port.

Easy Access Panel (Option)

System Components
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The specially designed incubator cover protects the neonate from bright light 
and helps implement a day and night rhythm. The phototherapy flap enables 
the use of phototherapy devices such as BiliLux without disturbing other 
patients in the room.

Incubator Cover
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Dräger temperature sensors help to ensure safe temperature readings. 
Sensor covers such as Care-for-Me covers support a stable position of the 
temperature sensors while hydrogel protects the immature patient‘s skin.

Skin Temperature Sensors

Accessories
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The Dräger Babylog comes with a new user interface and design which 
makes it easier and safer for you to operate. The neonatal ventilator supports 
lung and brain protective ventilation modes throughout the whole respiratory 
cycle. It supports smooth and seamless transition from O2 therapy to non-
invasive ventilation to invasive ventilation and vice versa. The Dräger Babylog 
ventilators can be easily integrated in a developmental care-friendly 
workplace.

Dräger Babylog® VN800
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The Babyroo® TN300 is a configurable open care warmer with state-of-the-
art thermoregulation capabilities as well as advanced integrated 
technologies to support emergency resuscitation and family-centred care. 
From delivery room to the neonatal intensive care unit to the final discharge, 
the Babyroo® TN300 is scalable to use in a variety of hospital environments 
along the patient pathway.

Dräger Babyroo TN300
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The holder can be attached to the bed support so that various items can be 
positioned directly above the patient, e.g. feeding tubes, support for 
treatment of abdominal wall defect etc.

Multi-purpose & hose holder

Accessories

Related Products
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The BiliLux is a compact and lightweight LED phototherapy light system for 
the treatment of neonatal unconjugated hyperbilirubinemia. It provides 
superior phototherapy performance, individualised therapy with electronic 
documentation capabilities, and the flexibility for seamless integration into 
practically every workplace.

BiliLux

Related Products
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The Dräger Jaundice Meter JM‑105 gives you consistent quality screening, 
cost-effectively delivered over the lifetime of the device. As a result you 
optimize the efficiency of your jaundice management program, which can 
help save time and money while delivering an exceptional standard of care.

Dräger Jaundice Meter JM‑105
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The Dräger VarioLux® offers cool, highly efficient, and variable intensity 
examination light specially designed for use in neonatal intensive care 
settings. Made for single-handed operation, it features adjustable color 
settings as well as a dimmer function.

Dräger VarioLux®
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Adapt acute care workstations ideally to your specific needs with our Ambia® 
ceiling-mounted supply unit. With its numerous accessories and wide range 
of variation options, the Ambia ensures you maximum flexibility at the 
workplace. This not only helps to improve hospital workflows, but also 
increases the well-being of staff and patients alike.

Dräger Ambia®



Dräger Babyleo® TN500 | 09 

D
-4

96
7-

20
21

Whether you are equipping an emergency room, an intensive care unit, an 
intermediate care unit or a recovery room, the Gemina® wall-mounted supply 
unit lets you choose from a wide range of equipment mounting options, 
helping to create an individually configurated workspace for efficient, 
patient-centred care.

Gemina®

Related Products
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Maintaining a very high standard of care includes having an excellently 
designed level of care-centred workplace design. Ponta® beam systems 
allows you to have flexible access to the patient as well as provide the 
highest ergonomics for your staff. Ponta® not only meets nursing 
requirements in an intensive care unit, it can also be used in neonatal units or 
recovery rooms. Its numerous accessories and wide range of variations make 
the Ponta® particularly flexible.

Ponta®
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Ambient Conditions During Operation

Temperature 20 to 35 °C (68 to 95 °F)

Ambient pressure 620 to 1,100 hPa (9.0 to 16.0 psi)

Relative humidity 20 to 95 %, non-condensing

Technical Data

Power Supply

Mains power connection 100 V to 240 V, 50/60 Hz

Maximum power consumption 1000 W

Dimensions

Device (width x depth) 1,154 mm x 690 mm (45.43 in x 27.17 in)

Height (with hood closed) 1,776 to 2,176 mm (69.92 to 85.67 in)

Height adjustment range 400 mm (15.75 in)
Electrical height adjustment for adaptation to clinical users

Weight <140 kg (308.6 lbs) (without options and accessories)

Mattress area 450 mm x 690 mm (17.72 in x 27.17 in)

Adjustment range mattress 90 mm (3.54 in)

Inclination of the mattress tray Continuously variable electrical mattress tray tilt mechanism
(up to 13°) to both sides and bed height adjustment

Side wall height >115 mm (mattress tray in top position)
>203 mm (mattress tray in lower position)

X-ray tray 464 mm x 379 mm (18.27 in x 14.92 in)
For larger film formats remove the x-ray tray and insert detector. 
Tray is accessible from outside for taking x-rays without 
disturbing the patient.

Display 264 mm (10.4 in) Color- Touchscreen

Operating Modes

Air temperature regulation Setting range 20 to 39 °C (68 to 102.2 °F)
<28 °C (82.4 °F), after confirmation
>37 °C (98.6 °F), after confirmation

Measurement range 13 to 45 °C
(55.4 to 113 °F)

Flow velocity over mattress surface 10 cm/s (3.94 in/s) (with a horizontal mattress tray and an air 
temperature of 36 °C (96.8 °F))
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Radiant warmer With 2 heating elements for an optimal and even heat 
distribution on the mattress area, automatic adaption of radiant 
warmer when mattress is tilted

Setting range Off, 10 % to 100 %

Pre-warm mode:
100 % for 3 minutes
60 % for 11.5 minutes
30 % until setting is changed

Skin temperature regulation Setting range 34 to 38 °C (93.2 to 100.4 °F)
>37 °C (98.6 °F), after confirmation

13 to 43 °C (55.4 to 109.4 °F)

Skin temperature monitoring 2 temperature sensors for central and peripheral skin 
temperature, graphical display of skin temperature

Heated Mattress (Optional) X-ray translucent, x-ray tray can be used for acquisition of x-ray 
images

Setting range Off, 35 to 39 °C (95 to 102 °F), AUTO

Humidifier regulation Closed servo-humidification system with external water 
reservoir, boiling and evaporation of Aquadest.
Water bag holder on rear of main column.

Normal measurement range: 30 to 99 % RH Setting range: Off, 
30 to 99 % RH in steps of 1 %, AUTO

Oxygen regulation (Optional) Servo-controlled Oxygen enrichment in patient compartment 
with connection to central O2 supply and/ or to O2-cylinder 
mounted on device

Measurement range
Normal range: 18 to 65 Vol%
Extended range: 66 to 99 Vol%
Measurement inaccuracy in normal range: ± (2,5 Vol% + 2,5 % 
from reading)

O2 rise time from 21 to 65 Vol%
<10 minutes

Operating volume in patient compartment Typically 40 dB(A), measured without oxygen application

Noise measurement in patient compartment (Optional) Measurement range 40 to 99 dB(A)

Light measurement in patient compartment (Optional) Measurement range 3 to 999 Lux (1 to 93 fc)

Scale (Optional) Measuring range (incl. tare): 200 to 10,000 g (0.44 lb to 22 lb)

Zeroing weight: <= 10 kg (22 lb)

Display range: 0 to 10,090 g (0 to 22 lb 2 oz)

Resolution (NAWI version): 10 g (0.022 lb)

Resolution (standard version): 1 g (1 oz)

Technical Data

Integrated Battery (Option)

Type LiFePO4 battery with battery management system

Fuse F15A 80V UL248

Battery runtime 45 minutes for typical warming therapy settings

Battery charge time 240 minutes
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Ergonomic Access to Patient

Hood Quick and simple mechanical opening and closing of the hood, 
power supply independant, also possible when device is 
switched off, softened closing, opening time typically < 2 sec

5 hand ports 2 Jumbo-Handports per side for access to entire mattress area 
plus additional hand port at the front

2 side access panels and front access panel Hinge down all access panels for patient access for medical 
interventions and primary care. Pulling out the bed support for 
medical procedures and for parents enabling close contact to 
their baby.

10 Grommets Double at each corner and single grommets at front and back of 
the patient compartment. Optionally the easy access grommet is 
available for the front side with a central large grommet.

Technical Data

Further Functionality

Views Main page, Thermomonitoring, Developmental Care, Family View

Graphical and tabular display of trends 2 hours to 7 days for temperatures, heating, noise level/ light 
level measurement, weight, events

Lock Screen, height adjustment, bed tilt against accidentally adjusting 
the device settings

Timer Stopwatch and APGAR timer with alarms after 1 min, 5 min,
10 min.

Clear View / Electronic double walls Condensation management, the radiant warmer runs on a low 
level to reduce condensation on the inside of the hood and 
helps reduce radiative heat loss in the same way like mechanical 
double walls.

Transition Standby operation between incubator and radiant warmer to 
ensure a rapid change of operating mode without loss of heat. In 
incubator operation, the radiant warmer is running on a low level, 
in radiant warmer operation the convection heater is pre-heated.

Touchtime Accelerates air curtains and suppresses foreseeable alarms 
when handports are open.

Alarm management Ramping alarm volume, suppression and delaying of alarms 
automatically and proactively, Audio pause, AutoSet for alarm 
limits, Alarm volume setting range 50 – 70 dB(A)

Playing Audio files (Optional) Connect external MP3 Player or cellular phone for playing music 
or parents' voices via the integrated loudspeakers, volume is 
limited to a maximum of 55 dB(A) regardless of the volume set.

Light Working light (3 intensity options), night light, moodlight
(7 color choices available).

Storage (Optional) Lockable drawer with insert or swivel drawer

Gas cylinder holder (Optional) Quick release holder for attaching gas cylinders
(1 oxygen and 1 air) to the trolley
max. total height 33 – 76 cm (12.99 to 29.92 in)
max. diameter 10 – 14 cm (3.91 to 5.51 in)
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Arms for monitors, IV pumps, examination lights and shelves can 
be mounted on the duct rails on right and left side of the main 
column. Standard rails on front and rear for mounting 
accessories and bed coupling.

Castors 4 double castors with locking brakes, one can be locked as 
directional castor for straight movement

Reprocessing Simple device reprocessing, only a few number of parts have to 
be disassembled, plain surfaces, surface disinfection of all parts

Automatic humidifier cleaning

Data Exchange and Interfaces Serial port COM (Medibus.X Protocol), USB port, Nurse call, 
Service port (RJ45)

Technical Data

Materials

Bisphenol A (BPA) The patient compartment (without accessories) is not made with 
BPA.

Latex The device (without accessories) is not made with natural rubber 
latex.

Polyvinyl chloride (PVC) The patient compartment (without accessories) is not made with 
PVC.
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Locate your Regional Sales
Representative at:
www.draeger.com/contact

Manufacturer
Drägerwerk AG & Co. KGaA
Moislinger Allee 53-55
23558 Lübeck

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany

	 www.draeger.com

Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.
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Region Middle East, Africa
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates

	 +971 4 4294 600
	 +971 4 4294 699
	 contactuae@draeger.com

Region Asia Pacific
Draeger Singapore Pte. Ltd.
61 Science Park Road
The Galen #04-01
Singapore 117525 

	 +65 6872 9288
	 +65 6259 0398
	 asia.pacific@draeger.com

Region Central and South America
Dräger Indústria e Comércio Ltda.
Al. Pucurui - 51 - Tamboré
06460-100 - Barueri - São Paulo 

	 +55 (11) 4689-4900
	 relacionamento@draeger.com

Region Europe
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany 

	 +49 451 882 0
	 +49 451 882 2080
	 info@draeger.com


