Terminal Units for medical gases
Gas Management Systems

Providing ease of operation through unique probe parking
position, designed and tested as per IS/ISO 9170-1 and
DIN 13260-2, making a perfect combination of

convenience with safety.
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Dréager. Technology for Life®




TECHNICAL DATA

PRODUCT SPECIFICATIONS
Compressed gas terminal unit Vacuum terminal unit
Operating pressure 5 bar < 0.6 bar abs.

Flow rate 40 L/min 25 L/min

Locking mechanism In two levels (parking and operating position)

Maintenance valve Change of check valve and O-ring under pressure

Connection to piping system Copper pipe 8 x 1 mm for all couplings

BENEFITS

Unique probe parking position which allows the probe to remain parked in the terminal unit even when not in use,
providing an easy operation

An internal maintenance valve that allows easy maintenance and servicing

Non-interchangeable internal parts of the gas outlets help to retain gas specificity

Tested for bio compatibility to ensure patient safety

Use of anti-corrosive material increases durability
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EASY OPERATION

Four different positions for the operation of Dréager’s plug-in couplings

Mounted Terminal Unit

Dréger Terminal Unit is in a
mounted position and ready to
use.

Probe placed at the entry
point

The probe is inserted into Drager
Terminal Unit. This is the position

before getting into first Click-Lock
position or parking position.

Visibility of gas flow at Operating position

Terminal Unit is in operational condition illustrating
the gas flow.

In order to disconnect the gas flow, the release
bushing is pressed again to the maximum extent
and the probe is released out of the parking
position and ready to be pulled out.
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Probe at parking position
(First Lock)

This position illustrates the

inserted probe into the first Click-

Lock.

In this position the probe can be
left parked in the Terminal Unit
even when not in use.

Probe at operating position
(Second Lock)

The position shows that the probe
is completely inserted into the
Terminal Unit and illustrates the
second Click-Lock position.

In this position the Terminal Unit is
operational and gas starts to flow.
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ORDER INFORMATION
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Duct mount outlet with
copper tube connection
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Surface mount outlet
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Flush mount outlet

Hollow wall mount outlet

Duct mount outlet with
hose connection

EASY ORDERING STEPS

ORDER YOUR BASE UNIT

WALL MOUNT

Surface box 2P00190
Flush box 2P00272
Hollow wall box 2P00289
WALL/CEILING SUPPLY UNIT MOUNT

Connection set with tube connection 2P00330
Connection set with flexible hose connection 2P00331
ORDER YOUR STRUCTURAL UNIT

OUTLET WITH SQUARE COVER PLATE

Structural block O, 2P00281
Structural block AIR 400 2P00283
Structural block VACUUM 2P00285
OUTLET WITH ROUND COVER PLATE

Structural block O, 2P00336
Structural block AIR 400 2P00338
Structural block VACUUM 2P00340

To place a direct order, give us your preferred combination of a base unit and a structural unit with their respective part numbers.

For example: To order a Surface Mount O, outlet, select Surface Box (Part No. 2P00190) and add Structural Block O, (Part No. 2P00281)

Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

Terminal Units for Medical Gases

Regulation (EU) 2017/745

concerning Medical Devices

Compliance to Following Standards

ISO 11197, EN 60601-1
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CORPORATE HEADQUARTERS
Drégerwerk AG & Co. KGaA
Moislinger Allee 53-55,

23542 Liibeck, Germany

www.draeger.com

MANUFACTURER

Draeger India Pvt. Ltd.

10" Floor, Commerz Il
International Business Park,
Oberoi Garden City,

Mohan Gokhale Road,

Off Western Express Highway,
Goregaon East, Mumbai - 400063

PRODUCTION FACILITY
Draeger India Pvt. Ltd.
Bldg. Shed no. 4, 5 and 1,
Deodal Village, Vasai Taluka,
Dist. Palghar - 401208

MUMBAI (REGISTERED OFFICE)
Draeger India Pvt. Ltd.

10" Floor, Commerz I,
International Business Park,
Oberoi Garden City,

Mohan Gokhale Road,

Off Western Express Highway,
Goregaon East, Mumbai - 400063
Tel +91 22 6133 5600

Fax +91 22 6133 5670
info.MT.india@draeger.com

BRANCH OFFICES

AHMEDABAD

2"Floor, Panchamrut House,
Near Panchamrut - 2, Bungalows,
Near. Science City Bridge, Sola,
Ahmedabad - 380060

Tel +9179 2929 9101

Fax +9179 2929 9101

Locate your Regional Sales Ei' E

Representative at:
www.draeger.com/contact
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BENGALURU

2" Floor, No. 179, Amarjyoti Layout,
Intermediate Ring Road,

Dolmur, Bengaluru - 560071

Tel +9180 4167 2869/70

Fax +91 80 4098 5455

CHENNAI

Ground Floor, North Tower,

KRM PLAZA, No.2 Harrington Road,
Chetpet, Chennai - 600031

Tel +91 44 4351 9701/02

Fax +91 44 4351 9703

KOCHI
Ground Floor, Soorya Prabha Bldg.,
Door No. 35/230D, (40/287-A),

Prabha Lane, Automobile Road, Lane 8,
Mamangalam, Palarivattom, Kochi - 682025

Tel +91484 4013 118
Fax +91 484 3016 063

KOLKATA

1*Floor, Sanjoy Bhavan,
44th Shanti Pally,

Kolkata - 700107

Tel +9133 4063 0375/76
Fax +91 33 4063 0377

LUCKNOW
7" Floor, BBD Viraj Towers,

TCG/ AV/3, Vibhuti Khand,

Gomti Nagar, Lucknow,
Uttar Pradesh - 226610
Tel +91522 410 6890

NEW DELHI

B2-3, Ground Floor,

Africa Avenue Road,
Safdarjung Enclave,

New Delhi - 110029

Tel +9111 4604 8436/40
Fax +91 11 4615 1401
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