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ZERTIFIKAT © CERTIFICATE ¢

Product Service

m  EC Type Examination Certificate

(2) Equipment and Protective Systems intended for use in
Potentially Explosive Atmospheres — Directive 94/9/EC

(3) EC Type Examination Certificate Number:

TPS 10 ATEX 1 482 X

(4) Equipment: Remote Access Box (RAB7000) type RCU0010

(5) Manufacturer:; Drager Safety AG & Co. KGaA

(6) Address: Revalstrafie 1

D-23560 Lubeck

(7) This equipment and any acceptable variation thereto are specified in the schedule to this
certificate and the documents therein referred to.

(8) TUV SUD Product Service GmbH notified body No. 0123 in accordance with Article 9 of
the Council Directive 94/9/EC of March 23™ 1994, certifies that this equipment has been
found to comply with the Essential Health and Safety Requirements relating to the design
and construction of equipment and protective systems intended for use in potentially
explosive atmospheres, given in Annex |l of the Directive.

The examination and test results are recorded in the confidential report DB75281 T.

(9) Compliance with the Essential Health and Safety Requirements has been assured by
compliance with:

EN 60079-0:2009 EN 60079-1:2006
EN 61241-0:2006 EN 61241-1:2004
EN 60079-7:2007

(10) If the sign “X" is placed after the certificate number, it indicates that the equipment is
subject to special conditions for safe use specified in the schedule to this certificate.

(11)  This EC Type Examination Certificate relates only to the design and the construction of
the specified equipment in accordance with Directive 94/9/EC. Further requirements of
this Directive apply to the manufacture and supply of this equipment.

(12)  The marking of the equipment shall include the following:

&> 112G Exde liIC T6/T4 €11 2D Ex tD A21 IP6x T80°C/T130°C
Office of certification of explosion protection . Minchen, 2010-06-07
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EC Type Examination Certificates without signature and oﬁiciallsté}np are not valid. The certificate may be circulated only without
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ZERTIFIKAT @ CERTIFICATE ¢

(13) S C h ed u I e Product Service

(14)  EC Type Examination Certificate TPS 10 ATEX 1 482 X
(15) Description of equipment:

The tested equipment group Remote Access Box RAB7000 consists of previously
examined and certified devices and components. The flameproof housing ET420 /
RCU0010 contains a display, two push buttons and appropriate electronics for calibration
of the Drager PIR 7X00 gas transmitter. Also, some configurations, being necessary for
calibration can be performed.

The following operational units are joined to the equipment group:

o Transmitter housing ET420 (TPS 10 ATEX 1 499 X)
o Housing of the type 07-5185.../... and 07-51085.../... (PTB 01ATEX 1062 U)

o Explosion protected cable entries, which do not affect the particular requirements of

the ignition protection of the equipment on which they are fixed (according to 16.3 of
EN 60079-0:2009)

o Explosion protected plug screws to lock tapped holes of cable entries in housings of
increased safety ,e"

Electrical data of the transmitter:

Nominal voltage Upay: 40V AC
Nominal current Iy, 2A

Power Pjay 45W

(16) Test report: DB75281 T

(17)  Special conditions for safe use:

o The designated ambient temperature range amounts to:

T4: -40°C < Tamb. < +40°C
T6: -40°C < Tamb. < +80°C

o All surfaces of enclosures and housings must be cleaned regularly to prevent from
inadmissible dust layers.

(18) Essential health and safety requirements:

met by standards

Office of certification of explosion protection Munchen, 2010-06-07

/; Yot -

J. Blum
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() EG — Baumusterprifbescheinigung

Product Service

(2) Gerate und Schutzsysteme zur bestimmungsgemaien Verwendung
in explosionsgefahrdeten Bereichen — Richtlinie 94/9/EG

(3) EG-Baumusterprifbescheinigungsnummer

TPS 10 ATEX 1 482 X

(4) Gerategruppe: Remote Access Box RAB7000, Typ RCU0010
(5) Hersteller: Drager Safety AG & Co. KGaA
(6) Anschrift; Revalstrafie 1
D-23560 Lubeck
(7) Die Bauart dieser Gerategruppe ist in der Anlage zu dieser Baumusterpriifbescheinigung
festgelegt.

(8) TUV SUD Product Service GmbH bescheinigt als Benannte Stelle Nr. 0123 nach Artikel 9
der Richtlinie des Rates der Europaischen Gemeinschaft vom 23. Marz 1994 (94/9/EG) die
Erfullung der grundlegenden Sicherheits- und Gesundheitsanforderungen fur die
Konzeption und den Bau von Geraten und Schutzsystemen zur bestimmungsgemanien
Verwendung in explosionsgefahrdeten Bereichen gemaR Anhang Il der Richtlinie.

Die Ergebnisse der Prufung sind in dem vertraulichen Priifbericht DB75281 T festgelegt.

(9) Die grundlegenden Sicherheits- und Gesundheitsanforderungen werden erfullt durch
Ubereinstimmung mit;

EN 60079-0:2009 EN 60079-1:2006
EN 61241-0:2006 EN 61241-1:2004

EN 60079-7:2007
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(10) Falls das Zeichen X" hinter der Bescheinigungsnummer steht, wird auf besondere
Bedingungen fir die sichere Anwendung der Gerategruppe in der Anlage zu dieser
Bescheinigung hingewiesen.

iE

7]
o/l o

(11) Diese EG-Baumusterprufbescheinigung bezieht sich nur auf Konzeption und Bau der
festgelegten Gerategruppe gemaR Richtlinie 94/9/EG. Weitere Anforderungen dieser
Richtlinie gelten fur die Herstellung und das Inverkehrbringen dieser Gerategruppe.

(12) Die Kennzeichnung der Gerategruppe muss die folgenden Angaben enthalten:

EDN2G Ex de lIC T6/T4 €)1 2D Ex tD A21 IP6x T80°C/T130°C

Zertifizierungsstelle Explosionsschutz __ Munchen, 07.06.2010

Seite 1/2
EG-Baumusterpriifbescheinigungen ohne Unterschrift und ohne Siegel haben keine Giiltigkeit. Digse EG-Baumusterpriifoescheinigung darf nur
unverdndert weiterverbreitet werden. Auszlige oder Anderungen bediirfen der Genehmigung von TUV SUD Product Service GmbH,
Das Dokument wird intern unter der folgenden Nummer verwaltet: EX5 10 06 53474 010
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ZERTIFIKAT © CERTIFICATE ¢

(13) Anlage

Product Service

(14)  EG-Baumusterpriifbescheinigung TPS 10 ATEX 1 482 X

(15) Beschreibung des Gerétegruppe:

Die geprufte Gerategruppe Remote Access Box Drager RAB7000 besteht aus gepriften
und zertifizierten Betriebsmitteln. Das druckfest gekapselte Gehduse ET420/RCU0010
beinhaltet ein Display, 2 Druckknépfe und dazugehérige elektronische Bauteile zur
Kalibrierung des Drager PIR7x00-Gas Transmitters. Zusatzlich koénnen auch einige
Konfigurationen, die fur die Kalibrierung notwendig sind, realisiert werden.

Folgende Betriebsmittel werden zur Gerategruppe zusammengefugt:
o Transmittergehduse ET420 (TPS 10 ATEX 1 499 X )
o Gehduse des Typs 07-5184-.../...und 07-5185-.../... (PTB 08 ATEX 1062 U)

o Explosionsgeschutzte Kabel- und Leitungseinfilhrungen, die die besonderen
Eigenschaften der Zundschutzart des elektrischen Gerates, an dem sie befestigt
sind, nicht aufheben (gem&R 16.3 der EN 60079-0:2009)

Explosionsgeschitzte Verschlussschraube zum VerschlieRen von Gewinde-
bohrungen fiir Kabel- und Leitungseinfuhrungen in Gehause der Ziindschutzart

Erhohte Sicherheit ,e"

Elektrische Daten des Transmitters:

Nennspannung Upyax 40V AC
Nennstrom lyax. 2A
Leistung Ppax 45W

(16) Prifbericht: DB75281 T
(17) Besondere Bedingungen:

o Der festgelegte Umgebungstemperaturbereich betragt in:

T4: -40°C < Tamb. < +40°C
T6: -40°C < Tamb. < +80°C

o Samtliche Oberflachen von Gehausen in staubexplosionsgefahrdeter Umgebung sind
regelmalig zu reinigen, damit unzulassige Staubablagerungen vermieden werden.

(18) Grundlegende Sicherheits- und Gesundheitsanforderungen:

durch Normen abgedeckt

Zertifizierungsstelle Explosionsschutz

J. Blum

Munchen, 07.06.2010
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