
The F12 drying cabinet automatically adjusts its drying process for up to 12 SCBAs, 
operating at low temperatures to prevent damage. It is energy-efficient, user-friendly, and 
made of durable stainless steel. The cabinet operates quietly and is virtually maintenance-
free, ensuring hygienic drying.

Drying cabinet
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Benefits

Fully automatic drying
The F12 drying cabinet automatically adjusts its drying process based on the number of SCBAs inside, whether it's 
one or twelve. The humidity sensor and software determine when the SCBAs are dry and then turn off the machine, 
ensuring efficient and precise drying without the need for manual intervention.

Low-temperature drying
Designed to operate at a low temperature, the F12 prevents damage to SCBAs while ensuring thorough drying. The 
warm air recirculates inside the cabinet, with humid air exiting at the top and clean air entering at the bottom, 
maintaining an optimal drying environment.

Energy efficiency
The F12 is highly energy-efficient, with an average consumption of approximately 0.8 kW/h over three hours, 
including warm-up time. This efficiency is achieved through a unique air recirculation system and optimal insulation, 
reducing operational costs and environmental impact.

User-friendly operation
The drying cabinet is easy to operate with a simple one-button operation for time-based drying. The timer can be 
set between 1 minute and 99:58 hours, and the digital LED display provides clear readings of temperature and 
time, making it user-friendly and convenient.

Durable and hygienic construction
Constructed entirely from stainless steel, the F12 is built to last. The interior and exterior stainless steel 
construction ensures durability and easy maintenance. The solidly insulated doors with magnetic tape closure 
ensure a tight seal, enhancing hygiene and efficiency.

Quiet and maintenance-free
The F12 operates quietly, making it suitable for various professional environments. It is virtually maintenance-free, 
with a solid-state relay controlling the heating element, extending its lifespan and reducing maintenance costs. The 
inlet filter should be replaced twice a year or after 500 operating hours, as indicated by the "CHANGE FILTER" 
message on the screen.
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Trolley for F12 with 4 wire baskets and 4 fine mesh baskets

AF44

Accessories
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Trolley for F12 with hooks for 6 SCBA’s and with 4 wire baskets

AF64
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Trolley for F12 with 8 wire baskets

AF80
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Trolley for F12 with hooks for 12 SCBA’s

AF12
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Trolley for F12 with one clothing rod

AFK

Accessories
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The Dräger Academy has been sharing its sound, practical knowledge for 
over 40 years. With over 110 authorised trainers and more than 600 available 
topics, we conduct more than 2,400 training sessions per year. We provide 
your staff with practical knowledge and ensure that what they learn can be 
applied effectively, both on a day-to-day basis and more importantly, in 
critical situations. We would be glad to develop a custom-made training 
programme just for you.

Training
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Our product service provides support with different service packages in our 
workshops or directly on your premises. Care, maintenance and servicing are 
crucial for safety and reliability - but careful maintenance and care are a must, 
even when it comes to commercial considerations. Preventive checks, 
ongoing care and use of original replacement parts improve the longevity of 
your investment.

Product Service

Services
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The M45 & M45/B drying cabinets automatically adjust their drying process 
for up to 45 masks or 6 SCBAs (M45/B), operating at low temperatures. They 
are energy-efficient, user-friendly, and made from stainless steel. The 
cabinets operate quietly and are virtually maintenance-free, ensuring hygienic 
drying.

M45 & M45/B
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The M18 drying cabinet automatically adjusts its drying process for up to 18 
masks or whatever fits into the provided basket, operating at low 
temperatures to prevent damage. It is energy-efficient, user-friendly, and 
made from durable materials. The cabinet operates quietly and is virtually 
maintenance-free, ensuring hygienic drying.

M18
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Specifications

Dimensions 
height x width x depth in mm

2130 x 1100 x 755 (External)

2000 x 1000 x 650 (Internal)

Content 1300 liter

Net weigh 180 kg (w.o. Trolley)

External grinned stainless steel type 304

Internal polished stainless steel type 304

Doors 2 Piece

Door sealing magnetic strip

Insulation glass wool, min. 30 mm thick

Temperature range factory-adjusted to 52°C

Temperature reading digital LED reading

Expiring time clock digital LED reading, set between 1 minute and 99:58 hours

Electronic temperaure control 2 pieces PTC sensors, solid state relay

Electronic moisture measure capacitive sensor

Temperature safeguard extra thermostat (max. 60°C.)

Heating direct heating, approx. 4 kW

Air circulation by means of 4 low-noise ventilator

Air refreshment by air outlet on top of the cabinet

Air inlet underneath the door

Capacity depending on Trolley: 12 SCBAS / 36 masks/ 36 LDVs/ Helmets

Standard Trolley AF12 incl. Trolley AF12 for 12 SCBAS

Drying time approx. 2 hours, depending on the number of masks and amount 
of moisture

Technical Data

Connections

Mains connection 230 Volt AC, N + PE, 50-60 Hz.

Power approx 2.1 kW, secured 1 x 16 Ampère

Electricity consumption average 0.4 kWh
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Harstra drying cabinet F12 6926695

Trolley for F12 with hooks for 12 SCBA’s 3722823

Trolley for F12 with hooks for 6 SCBA’s and with 4 wire baskets 3722822

Trolley for F12 with 4 wire baskets and 4 fine mesh baskets 3722821

Trolley for F12 with 8 wire baskets 3722820

Trolley for F12 with one clothing rod 3722817

Stainless steel hanger for diving apparatus 3722816

Stainless steel wire basket 1/1 3722843

Ordering Information



F12 | 09 

Locate your Regional Sales
Representative at:
www.draeger.com/contact

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany 

	 www.draeger.com

Not all products, features, or services are for sale in all countries. Trademarks mentioned herein are the property of its respective owner.
Trademarks may be owned by Drägerwerk AG & Co. KGaA (Dräger) or its affiliates in certain countries and not necessarily in the country in which
this material is released. Visit www.draeger.com/trademarks for the current status of Dräger’s trademarks.
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Region Europe
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany

	 +49 451 882 0
	 +49 451 882 2080
	 info@draeger.com

Region Middle East, Africa
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates

	 +971 4 4294 600
	 +971 4 4294 699
	 contactuae@draeger.com

Region Asia Pacific
Draeger Singapore Pte. Ltd.
61 Science Park Road
The Galen #04-01
Singapore 117525

	 +65 6872 9288
	 +65 6259 0398

Region Central and South America
Dräger Indústria e Comércio Ltda.
Al. Pucurui - 51 - Tamboré
06460-100 - Barueri - São Paulo 

	 +55 (11) 4689-4900
	 relacionamento@draeger.com


