
The Dräger FPS-Com Voice mask-integrated communication unit significantly improves 
voice communication when using a breathing apparatus, thanks to its optimised voice 
capture and output. The communication unit is simple to use, easy to retrofit on the mask, 
and completely maintenance-free.

Mask-integrated 
communication unit

Dräger FPS-Com Voice

—
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Dräger FPS-Com Voice
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Cable bend protection
For durable performance and

longer cable life

Click & Go interface
For quick mounting on the ​

Dräger FPS 7000 full-face mask

Quick-Release button
To detach the ​Dräger FPS 7000 full-face 
mask
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Dräger FPS-Com Voice
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Integrated cable holder
For tidy cable management,

e.g. during storage

Voice output
Loudspeaker directed towards the 

ear for clear voice reception

Voice input
Specially tuned microphone 
optimised for use with the ​
Dräger FPS 7000 full-face mask
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Benefits

Improved voice communication
The FPS-Com Voice provides excellent voice communication with tactical radios using standard audio settings. This 
reduces miscommunication amongst firefighters and ensures faster, more efficient operations.

Compact, integrated design
With the microphone and earpiece seamlessly integrated into the FPS-Com Voice housing, there’s no interference 
between mask, helmet, and communication unit. The microphone is always perfectly positioned for clear, reliable 
voice transmission – even in demanding environments. The low-profile housing is engineered to minimise snag 
hazards, ensuring maximum safety and ease of movement during operations.

Simple cleaning
To streamline cleaning procedures, the FPS-Com Voice can be detached from the mask with just one press of the 
Quick-Release button and cleaned separately by hand. The Click & Go adapter remains mounted on the mask, 
allowing the standard mask cleaning process to continue unchanged.​

Intuitive operation
Getting started is quick and easy: simply connect the FPS-Com Voice cable to the PTT/RSM unit. Volume and 
communication are managed as usual via the PTT/RSM – such as the ​Dräger C‑C 550 – or directly via the radio. This 
streamlined setup significantly reduces training time.

Seamless team handover
The Click & Go system allows for fast switching between team members without losing precious time. With a single 
press of the Quick-Release button, the unit detaches effortlessly from the mask and can be instantly connected to 
the next – enabling smooth, efficient handovers in dynamic operations.​

Choose your side: left, right or both
The FPS-Com Voice adapts to the diverse operational preferences of fire departments and individual users alike. 
Whether it’s about compatibility with personal protective equipment or specific hearing needs, the unit is available 
in both left- and right-ear versions – or can even be used on both sides simultaneously.

Compatible with your radio
Equipped with a 4-pin connector, the FPS-Com Voice offers universal compatibility. Its standardised interface 
seamlessly integrates with Dräger control units such as the C-C440 (Push-to-Talk) and C-C550 (speaker and 
microphone unit with Push-to-Talk), allowing connection to over 350 different radio models – giving you maximum 
flexibility in your choice of communication device.

Flexible and cost-efficient
The Click & Go adapter can be retrofitted to the ​Dräger FPS 7000 full-face mask quickly and economically – no 
need for complex modifications or high costs.​
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Broad compatibility
The FPS-Com Voice is designed for versatile use and is fully compatible with all ​FPS 7000 variants, whether used 
with an SCBA, closed-circuit rebreathers, powered air-purifying respirators (PAPR), or standard filter applications.

Benefits

Rugged and reliable
The FPS-Com Voice, in combination with the ​FPS 7000, meets all relevant testing standards for fire service 
operations. It has been thoroughly tested for flame resistance and other mission-critical safety requirements. With 
IP65 and IP67 certifications, the unit is fully protected against steam, dust, high-pressure water jets, and even 
temporary submersion. Its robust coiled cable with strain relief ensures durability in the toughest conditions. 
Additionally, the FPS-Com Voice holds the highest certification for use in potentially explosive atmospheres – 
making it the trusted choice for hazardous environments.

Smart storage solutions
Flexible storage options make the FPS-Com Voice ideal for both operational readiness and long-term organisation. 
It can be clipped directly onto the mask body — either with the radio or stored separately for rapid deployment. The 
integrated cable holder ensures tidy cable management during use and storage. An embedded UHF tag enables 
efficient asset management and simplifies inventory tracking.​

Battery free and maintenance free
With no internal battery, the FPS-Com Voice requires neither charging nor maintenance. Power is supplied directly 
via the radio, making operation simple and hassle-free. The unit is completely maintenance-free by design.​

Optional accessories for storage
For long-term storage, a protective pouch is available to provide extra security and protection when the unit is not 
in use.
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The ​Dräger FPS 7000 full face mask series is characterised by a high degree 
of safety and optimum wearing comfort. Thanks to its proven design and the 
different sizes, it offers a tight and comfortable fit. The combination of the 
mask shape with the geometry of the visor offers you a large field of vision.

​Dräger FPS 7000

System Components
D
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Control unit for the tactical transmitter with integrated loudspeaker and 
microphone. Can be hooked up to a number of receiver models. Its strong and 
robust design is IP67 / MIL-STD-810G approved. Allows for independent 
deployments with the radio receiver (also without attached headset). 
User-friendly with two PTT buttons.

Dräger C-C550
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Control unit with large Push-to-Talk button for easy handling of the radio 
transmitter. Tough and robust design according to IP67 / MIL-STD-810G 
standards. Specially designed for deployments using chemical protective 
suits. ATEX versions available.

​Dräger C‑C440
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Physical properties

Installation Right and left (depending on version); 
tool-free installation via Click & Go adapter

Power supply Battery-free; powered directly by the tactical radio

Connector QR4 connector

Mask compatibility ​Dräger FPS 7000

Cable management Integrated cable clip

Asset management Passive UHF tag

Weight (incl. cable) 112 g

Technical Data

Approvals and tests

PSA EN 136 class 3, EN137 type 2, EN 145

ATEX II 1G Ex ia IIC T4 Ga, 
I M1 Ex ia I Ma (Ta = -30°C to +60°C)

IECEx Ex ia IIC T4 Ga, 
Ex ia I Ma (Ta = -30°C to +60°C)

Mechanical resistance Drop tested from 2 m onto concrete

Protection rating IP65: Dust-tight and protected against water jets 
IP67: Dust-tight and protected against temporary immersion 
in water
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Dräger FPS-Com Voice Part number

Dräger FPS-Com Voice, left 3737001

Dräger FPS-Com Voice, right 3737002

Dräger FPS-Com Voice Click & Go adapter, left 3737003

Dräger FPS-Com Voice Click & Go adapter, right 3737004

Dräger FPS-Com Voice Click & Go adapter, left MHC 
(for mask-helmet combination)

3737005

Dräger FPS-Com Voice Click & Go adapter, right MHC 
(for mask-helmet combination)

3737006

Storage bag R62554

Ordering Information
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Locate your Regional Sales
Representative at:
www.draeger.com/contact

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany 

	 www.draeger.com

Not all products, features, or services are for sale in all countries. Trademarks mentioned herein are the property of its respective owner.
Trademarks may be owned by Drägerwerk AG & Co. KGaA (Dräger) or its affiliates in certain countries and not necessarily in the country in which
this material is released. Visit www.draeger.com/trademarks for the current status of Dräger’s trademarks.
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Region Europe
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany

	 +49 451 882 0
	 +49 451 882 2080
	 info@draeger.com

Region Middle East, Africa
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates

	 +971 4 4294 600
	 +971 4 4294 699
	 contactuae@draeger.com

Region Asia Pacific
Draeger Singapore Pte. Ltd.
61 Science Park Road
The Galen #04-01
Singapore 117525

	 +65 6872 9288
	 +65 6259 0398

Region Central and South America
Dräger Safety do Brasil Ltda.
Al. Pucuruí, 51/61 – Tamboré
06460-100 Barueri, São Paulo 

	 +55 (11) 4689-4900
	 relacionamento@draeger.com


