Translation
Type Examination Certificate
- Gas detectors -

PFG 14 G 001 X

Equipment: Transmitter types ETR 040* / 050*
Manufacturer: Drager Safety AG & Co. KGaA

Address: 23560 Liibeck, Germany

The certification body of DEKRA EXAM GmbH certiftes that thl :
with the requirements of the standards ,

EN 50104:2010
EN 50271:2010

with regard to the measuring function for oxygen (measuremen ief and ennchment) m :
the measuring range 0 - 25 %(v/v). /S g 1]

equipment has been found to comply

This type examination certificate covers equ’ipmerﬁt,/ ,

On the basis of DIN EN 45011, this certlﬁcatlon lncluy

results and the design of the equipment are recorded lh the test, "epd PFG Nr 41300313P NIIl

,,,,,

If the sign "X" is placed after the certificate number /it mdtcate at the'equlpmeht IS subject to special

conditions for safe use specified in the annex to this certnflcate §

The manufacturer declares the conformity of the manufactured products WIth the cert|f|ed desngn by
marking them with the number of this type exammatlon certificate’ ’

DEKRA EXAM GmbH
Bochum, dated/19. December 2014

Signed: Siebrecht Signed: Kiesewetter

Certification body Special services unit
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Annex to

Type Examination Certificate
PFG 14 G 001 X

Description of the gas detector

The transmitters types ETR 040 / 050* (Polytron 8000 with DraegerSensor O,0r DraegerSensor Q,LS)
are fixed equipment for the measurement of oxygen (measurement of oxygen deficiency and oxygen
enrichment) in the measuring range 0 - 25 % O,. The sensors are directly fitted to the transmitter housing.

A 4-20 mA interface serves for transmission of the measured valug to a control unit,

The transmitters can be equipped with a relay module which provxdes two alarm relays and one fault
relay. 0 /

Type of protection

see 2" supplement to P'T ,;1;1"; ATEX1005x

Special conditions for safe use

- If operated with a relay module:

- The main alarm shall be configured "latchmg" and "non—acknowledgeable" or "pre
acknowledgeable". /1777777771711 7/)) 1)) )] Idf

- The pre-alarm shall only be configured "acknowledgeable" if at IS used for operatlon of'an
acoustic alarm device. 7 .

- When operated with DraegerSensor 0, the deviation of the’measured value exceéds the' limits of
EN 50104 at temperatures below -5 °C. Calibrate'the equipment after, S|gn1flcant changes/ of
operating temperature.

- The measuring output shall be monitored for the signalisation of special/states (currents between 0
and 3.5 mA). This is also required if the transmitter is operated with arelay module!

Additional Information

- The measuring function of the equlpment for oxygen (measurement of inertisation) according to
directive 94/9/EC is subject of the 2™ supplement to the EC- -type examination certificate
BVS 13 ATEX G 001 X.

- This type examination certificate includes the following accessories:
- Calibration adapter PE, Europe (part.-no. 6806978)
- Sensor test dongle (part-no. 8317619)
- Diagnostic dongle (part-no. 8317860)

- The HART interface is not subject of this type examination certificate.

- Operation with remote sensors is not subject of this type examination certificate.
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We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

44809 Bochum, 19. December 2014
PFG-Kie/Ne

DEKRA EXAM GmbH

=

i

/{am Vo

Special/services unit
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