8th Supplement

to the Type Examination Certificate
- Gas detectors -

PFG 14 G 001 X

Equipment: Transmitters types ETR 040*, ETR 050%, ITR 045* and ITR 055
Manufacturer: Drager Safety AG & Co. KGaA /
Address: Revalstr. 1, 23560 Liibeck, German
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and

EN 45544-1:2015
EN 45544-3:2015
EN 50271:2018

and

EN IEC 62990-1:2022 + A11:2022
EN 50271:2018

with regard to the measuring function for
- hydrogen sulphide in the measuring ranges 0 — 10/100 ppm type HM and type SM
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On the basis of DIN EN ISO/IEC 17065, this certification includes a type examination. The
and test results and the design of the equipment are recorded in the test reports PFG-no.
41300313P NXIl and 41300313P NXV.

If the sign "X" is placed after the certificate number, it indicates that the equipment is subject
conditions for safe use specified in the annex to this certificate.

The manufacturer declares the conformity of the manufactured products with the certifieo
marking them with the number of this type examination certificate.

DEKRA Testing and Certification GmbH
Bochum, dated 2023-10-31

C B~

Managing Director
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Appendix to
8" Supplement to the Type Examination Certi
PFG 14 G001 X

Description of the gas detector /W i

) fﬁﬂf;n’{flff Il IIII
The transmitters types ETR 040* and ETR 050* (Polytron 8100) with DrégerSe ,o agerS
O:2 LS are fixed equipment for the measurement of oxygen. The sensors can be directly

transmitter housing or used as external sensor.

The transmitters types ETR 040* and ETR 050* (Polytron 8100) wit er's / S

equipment for the measurement of hydrogen sulphide. The senso /fff/. eC /
housing or used as external sensor. W / /
The transmitters types ITR 045* and ITR 055* (Polytron-8720°with-transmitter PIR 720
equipment for the measurement of carbon W’W
transmitter housing or used as externa
The transmitters are connected with g / i 4-20- A interface{3<wiré

The transmitters can be equipp A/W
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- If operated with a rela

- The main alarm shall’

d"non=acknowledge ble" o‘r
acknowledgeable”. z 2

ed for opera

“

- The pre-alarm shall only be configured
acoustic alarm device. '

Additional Information

- The measuring function of transmitters of types ETR 040* and ETR 050* for oxygen (measurement
of inertisation) according to directive 2014/34/EU is subject of the EU-type examination certificate
BVS 13 ATEX G 001 X.
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This type examination certificate covers:

The type examination includes the followin
EN 50104): 7777

transmitters types ETR 040" and ETR 050* with software versions 4.0.4 and 4.1.
combination with 36 or 95 (SIOS) and transmitters types ITR 045* and ITR 055*
versions 3.2.1,4.0.4 and 4.1.0

for types ETR 040* and ETR 050* the measurement of oxygen (measurement of |
deficiency and enrichment) in the measuring range 0 - 25 %(v/v) with sensor ty
Oz (part no. 6809720) or sensor type DragerSensor Oz LS (part no. 6809630) |

for types ETR 040* and ETR 050* the measurement of hydrogen sulphide i me I
range 0 — 100 ppm as type HM and type SM with sensor type Drager SensorAlive H2S (part.
6814014) // i \
for types ITR 045* und ITR 055* when Operated as EN 45544-2 apparatus He Aaalire \I'H'l"|
i

carbon dioxide in the measuring ranges 0 - 1 %(v/v) and 0 // I
q './ 3 (

for types ITR 045* und ITR 055" when operated as EN 455443 appa
carbon dioxide in the measuring ranges 0 - 2000 pp /,Wl

use of the following outputs for safety relevant p

- display /

- 4-20 mA output for measured values

- relays /

use of the following accessofies ypes ETR 040
O

- Calibration adapter ').f;,%’;%

- Calib dapter(part no. 68 10536
R
- Diagnostic don A‘Mo/%;’%* G777
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- Process cuvett ‘%é%%,/{/‘é’f;i 10
- Junction box Ex e (part /f,gp/fy/%
- Junction boxes Ex d (part 4.45/5 7

F

- Bump-'tg.
- Process/

e

- Magnetic wand (part noﬁé‘%ﬁ/

i

Extended range of temperature at operatio 40 °C to +65 °C (DragerSensor Oz LS)

Deviating range of temperature at operation: 0 °C to +55 °C (DragerSensor O2)

Extended range of ambient pressure: 70 kPa to 130 kPa

Extended range of humidity of the measured gas: 5 % RH to 95 % RH (DréagerSensor Oz LS)
10 % RH to 95 % RH (DragerSensor O2)
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- The type examination includes for operation as EN 45544-2 apparatus the following @
the operating conditions required by EN 45544-1:
- Extended range at the test unpowered storage: -40 °C to +85 °C
- Reduced range of temperature at operation: 0 °C to +55°C
- Extended range of ambient pressure: 700 hPa to 1300 hPa
- Extended range of humidity of the measured gas: 0 % RH to 95 % RH

- The type examination includes for operation as EN 45544-3 apparatus the following
the operating conditions required by EN 45544-1:

y

- Extended range at the test unpowered storage: -40 °C to +85 °C
- Extended range of temperature at operation: -40 °C to +77 °C
- Extended range of ambient pressure: 700 hPa to 1300 hPa

- Extended range of humidity of the measured gas: 0 % RH to 95 % RE

- The type examination includes the following deviations from the ,_-:Kmmi ONS/re
EN IEC 62990-1): W
- Extended range of temperature at operation: -40 W

- Extended range of ambient pressure: 00-hP3 00 HPA

- Extended range of humidity of the measured ga
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