
Dräger PAS® Colt
Short Term Breathing 
Apparatus 
—
Combining versatility, ease-of-use, and the latest in breathing apparatus design, Dräger’s 
PAS® Colt is among the most technologically advanced, short duration, and emergency 
escape units available.
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Carrying System

Drop down bag as standard

Airline Connection

Escape Cylinder

– Plus Lung demand valve
– Over the shoulder
hose routine
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Benefits

Ergonomically designed harness
The PAS® Colt is a hip-mounted unit with a distinctive, sophisticated harness design which retains its form, making it 
easy for the wearer to don the apparatus simply and quickly. The procedure for donning the apparatus is evident at 
first glance, even to the inexperienced user.

Machine washable harness
The PAS® Colt is machine washable and easy to maintain. 

Modular Drop-down facility
Equipped as standard, a unique ‘drop-down’ feature, whereby the cylinder can be un-clipped from the waistbelt, 
makes the Dräger PAS® Colt ideal for use in confined space entry applications.
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Accessories

Different Accessories
Airline Belt Manifold with WWU.
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Services

Dräger Service
With Dräger’s service solutions, you get complete peace of mind and budget 
security knowing that your safety equipment is supported by the same team of 
experts that engineered it and is backed by more than 125 years of experience. 
You can rely on Dräger to keep the devices you depend on operating at peak 
performance and to always put the safety of your team first. That’s the Dräger 
Service Advantage.
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Approvals

Size (H x W x D) - Min (in) 31.1 x 19.6 x 2.7 in 21.6 x 19.6 x 2.7 in

Size (H x W x D) - Min (in) 37.4 x 19.6 x 2.7 in 25.1 x 19.6 x 2.7 in

Weight (lbs) 3.5 lbs 5.5 lbs

Input Pressure Cylinder (PSI) NA 2216 or 3000 psi

Input Pressure Airline (PSI) 87 – 130.5 PSI 87 – 130.5 PSI

Nominal 1st stage output Pressure (PSI) 101.5 PSI 101.5 PSI

1st stage output Flow (I/min) >600 >600

LDV Output flow (I/min) >400 >400 >400

Whistle activation pressure (PSI) 58 – 72.5 PSI 798 – 870 PSI

Whistle Sound Level (dBA) >90 >90 

Whistle Frequency Range (Hz) 2,000 – 4,000 2,000 – 4,000

Operating Temperature Range -25.6 °F to 158 °F (-32 °C to 70 °C) -25.6 °F to 158 °F (-32 °C to 70 °C)

Technical Data
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Dräger PAS® Colt

PAS® Colt SAR w/ Panorama Nova® Mask, Hansen Brass 4057628

PAS® Colt SAR w/ NO Mask, Hansen Brass 4057629

PAS® Colt SAR w/ NO Mask, CEJN VN00745

PAS® Colt 5 min w/ Panorama Nova® Mask, 2216 PSI Cylinder, Hansen Brass 4046205

PAS® Colt 5 min w/ NO Mask, 2216 PSI Cylinder, Hansen Brass 4046206

PAS® Colt 5 min w/ NO Mask or Cylinder, CEJN VN00746

PAS® Colt 5 min w/ NO Mask or Cylinder, CEJN and ASV VN00747

PAS® Colt 5 min w/ NO Mask or Cylinder, Hansen Brass and ASV VN00748

PAS® Colt 10 min w/ Panorama Nova® Mask, 3000 PSI Cylinder, Hansen Brass and ASV 4046209

PAS® Colt 10 min w/ NO Mask, 3000 PSI Cylinder, Hansen Brass and ASV 4046210

PAS® Colt 10 min w/ NO Mask or Cylinder, CEJN VN00749

PAS® Colt 10 min w/ NO Mask or Cylinder, CEJN and ASV VN00750

PAS® Colt 10 min w/ NO Mask or Cylinder, Hansen Brass VN00751

Configurable Pas Colt (eg. Escape Only Versions, Alternate Airline Fittings, etc.) R62985

Cylinders for Dräger PAS® Colt 

5 min, 2216 PSI Aluminum Cylinder w/ Standard Valve 4054744

5 min, 2216 PSI Aluminum Cylinder w/ SCBA Style Valve 4057549

10 min, 3000 PSI Aluminum Cylinder w/ Standard Valve 4055061

Facepieces for Dräger PAS® Colt 

Panorama Nova, EPDM R52972

FPS 7000 Small, EPDM R56249

FPS 7000 Medium, EPDM R56200

FPS 7000 Large, EPDM R56300

Airline Hose for Dräger PAS® Colt 

50' Light Duty Airline Hose w/ CEJN Fittings VN00739

50' Light Duty Airline Hose w/ Hansen Brass Fittings VN00740

100' Light Duty Airline Hose w/ CEJN Fittings VN00743

100' Light Duty Airline Hose w/ Hansen Brass Fittings VN00744

50' Heavy Duty Airline Hose w/ CEJN Fittings VN00737

50' Heavy Duty Airline Hose w/ Hanse Brass Fittings VN00738

100' Heavy Duty Airline Hose w/ CEJN Fittings VN00741

100' Heavy Duty Airline Hose w/ Hansen Brass Fittings VN00742

Configurable Airline Host (eg. Different Lengths, Alternate Airline Fittings, etc.) R62939

Ordering Information
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Locate your Regional Sales 
Representative at:  
www.draeger.com/contact

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany

www.draeger.com

USA
Draeger, Inc.
7256 S. Sam Houston Parkway W., 
Suite 100
Houston, TX 77085

1 800 4DRAGER
(1 800 437 2437)

Canada
Draeger Safety Canada, Ltd.
2425 Skymark Ave., Unit 1
Mississauga, Ontario L4W 4Y6

1 877 DRAGER1
(1 877 372 4371)

Not all products, features, or services are for sale in all countries. Mentioned Trademarks are only registered in certain countries and not necessarily in the country 
in which this material is released. Go to www.draeger.com/trademarks to find the current status.


