
Dräger PAS® Colt
3-in-1 Combination 
Respirator 
—
The Dräger PAS® Colt is a belt-mounted 3-in-1 respirator that combines supplied air protection, 
short-duration SCBA, and emergency escape in one system. Designed for industrial task work, it 
provides an independent backup air supply that is instantly available if conditions change—without 
removing equipment or switching respirators. By combining multiple functions into one platform, 
PAS® Colt simplifies respiratory programs while supporting mobility, flexibility, and rapid response.



PAS® Colt  |  Product Information Guide  |  02 

Bandolier Style Harness 
with Hip Mounted Drop 
Down Cylinder Holster 

Mechanical Cylinder  
Pressure Gauge 

Single Piece Medium 
Pressure Hose 

Supplied Air Airline Connection 
(configurable)

Integrated Short Duration  
Air Cylinder (5 or 10 Minute) 

PAS® Colt SARPAS® Colt with Air Cylinder

Positive Pressure Lung 
Demand Regulator with 
purge and reset functions

Compatible with 
Universal Fit Dräger 
Panorama Nova® or 
Multi-Sized Dräger FPS 
7000 Facepieces
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Benefits

3-in-1 Respiratory Protection
The Dräger PAS® Colt combines supplied air respiratory protection, short-duration SCBA, and emergency escape into a 
single 3-in-1 system designed for industrial task work. It provides an independent backup air supply that is immediately 
available if conditions change, without requiring the user to remove equipment or switch respirators. Because escape air is 
always worn, users are not dependent on staged or separately carried escape devices. Its fully mechanical pneumatic 
design also eliminates reliance on electronics, batteries, or powered displays.

Mobility & Harness Design
The belt-mounted bandolier harness is designed to reduce upper body bulk while supporting mobility and natural 
movement in confined or task-intensive environments. The integrated 5- or 10-minute cylinder is worn at the hip for 
improved balance, accessibility, and reduced shoulder fatigue. A drop-down cylinder holster allows additional clearance 
during work and easy re-securing afterward, while optional thigh strap accessories provide added stability. The visually 
intuitive harness design also supports quick and correct donning, even for infrequent users.

Configurability & Air Management
PAS® Colt can be configured for supplied air with escape capability, escape or short-duration SCBA use, or supplied 
air-only operation. Multiple airline connector options are available, along with compatibility for both universal and multi-
size facepieces to support fit testing requirements and workforce turnover. Supported facepieces include the Dräger 
Panorama Nova® and FPS 7000 series. Airflow activates automatically on the first breath through a positive pressure lung 
demand valve, with purge and manual reset functions supporting controlled air use and facepiece clearing. Integrated 
mechanical air-awareness features include a continuous pressure gauge and an optional low-pressure warning whistle.

Maintenance & Lifecycle Support
Designed for long-term industrial use, the PAS® Colt features a machine-washable harness and modular mechanical 
construction that simplifies inspection and routine maintenance. Its pneumatic system minimizes lifecycle complexity while 
supporting reliable operation in harsh industrial environments. Customized total care programs and extended warranty 
options are also available to support ongoing operational readiness.

Dräger PAS® Colt delivers supplied air operation, short duration SCBA, and emergency escape in a single, belt mounted 
system, engineered to support how industrial users actually work, move, and respond—without multiple respirator types, 
unnecessary bulk, or added operational complexity.

Product Part Warranty (Years)

First stage regulator 15

Second stage regulator 15

Pneumatic hoses 10

Backplate 8

Pressure gauge 3

Facepiece 1
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Related Products

PAS® Lite SCBA 

X-plore® 9300 Supplied Air Respirator (SAR)

Cost effective, low maintenance industrial SCBA for periodic and compliance 
use. Built to withstand industrial wear and reduce upkeep, it provides 
dependable performance and long service life, supported by protected 
components and Dräger pneumatics with a 15-year regulator warranty.

NIOSH approved, belt mounted airline respirator for loose fitting headpieces. 
Designed for non-IDLH environments, it enables rapid worker assignment 
without fit testing or mask sizing. Compatible with Dräger X plore® 8000 hoods, 
helmets, and visors for shared airline and PAPR use with integrated head, eye, 
face, and respiratory protection.

PSS® 3000 SCBA
Work grade industrial SCBA designed for routine, hazardous work in demanding 
industrial environments. NIOSH approved with a lightweight, high strength 
carbon composite frame, a durable aramid harness, and trusted Dräger 
pneumatics backed by a 15-year regulator warranty.

s

PAS® X-plore® Supplied Air Respirator (SAR)
Designed for non-IDLH applications involving known airborne hazards, this 
respirator requires use of the Panorama Nova® or FPS® 7000 tight fitting 
facepiece. Its modular, durable design supports reliable industrial performance 
and meets NIOSH requirements when used with approved Dräger components.
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Approvals PAS® Colt w/o cylinder PAS® Colt w/ cylinder

Size (H x W x D) - Min (in) 21.6 x 19.6 x 2.7 in 31.1 x 19.6 x 2.7 in

Size (H x W x D) - Min (in) 25.1 x 19.6 x 2.7 in 37.4 x 19.6 x 2.7

Weight (lbs) 3.5 lbs 5.5 lbs

Input Pressure Cylinder (PSI) NA 2216 or 3000 psi

Input Pressure Airline (PSI) 87 – 130.5 PSI 87 – 130.5 PSI

Nominal 1st stage output Pressure (PSI) 101.5 PSI 101.5 PSI

1st stage output Flow (I/min) >600 >600

LDV Output flow (I/min) >400 >400 >400

Whistle activation pressure (PSI) 58 – 72.5 PSI 798 – 870 PSI

Whistle Sound Level (dBA) >90 >90 

Whistle Frequency Range (Hz) 2,000 – 4,000 2,000 – 4,000

Operating Temperature Range -25.6 °F to 158 °F (-32 °C to 70 °C) -25.6 °F to 158 °F (-32 °C to 70 °C)

Classification NIOSH 19C NIOSH 13F 

Technical Data

Intended Use & Typical Applications
When used with approved Dräger components and breathing air sources, PAS® Colt provides respiratory protection 
for working in, or escaping from, contaminated or oxygen deficient atmospheres, including IDLH conditions. Typical 
applications include:

•	 Confined space entry and maintenance
•	 Utility, energy, and infrastructure operations
•	 Industrial facilities with or without installed airline systems
•	 Mechanical and plant rooms with potential loss of air supply

Dräger PAS® Colt delivers supplied air operation, short duration SCBA, and emergency escape in a single, belt mounted 
system, engineered to support how industrial users actually work, move, and respond—without multiple respirator types, 
unnecessary bulk, or added operational complexity.
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Ordering Information

Dräger PAS® Colt Order No.

PAS® Colt SAR w/ Panorama Nova® Mask, Hansen Brass 4057628

PAS® Colt SAR w/ NO Mask, Hansen Brass 4057629

PAS® Colt SAR w/ NO Mask, CEJN VN00745

PAS® Colt 5 min w/ Panorama Nova® Mask, 2216 PSI Cylinder, Hansen Brass 4046205

PAS® Colt 5 min w/ NO Mask, 2216 PSI Cylinder, Hansen Brass 4046206

PAS® Colt 5 min w/ NO Mask or Cylinder, CEJN VN00746

PAS® Colt 5 min w/ NO Mask or Cylinder, CEJN and ASV VN00747

PAS® Colt 5 min w/ NO Mask or Cylinder, Hansen Brass and ASV VN00748

PAS® Colt 10 min w/ Panorama Nova® Mask, 3000 PSI Cylinder, Hansen Brass and ASV 4046209

PAS® Colt 10 min w/ NO Mask, 3000 PSI Cylinder, Hansen Brass and ASV 4046210

PAS® Colt 10 min w/ NO Mask or Cylinder, CEJN VN00749

PAS® Colt 10 min w/ NO Mask or Cylinder, CEJN and ASV VN00750

PAS® Colt 10 min w/ NO Mask or Cylinder, Hansen Brass VN00751

Configurable PAS® Colt (eg. Escape Only Versions, Alternate Airline Fittings, etc.) R62985

Cylinders for Dräger PAS® Colt 

5 min, 2216 PSI Aluminum Cylinder w/ Standard Valve 4054744

5 min, 2216 PSI Aluminum Cylinder w/ SCBA Style Valve 4057549

10 min, 3000 PSI Aluminum Cylinder w/ Standard Valve 4055061

Facepieces for Dräger PAS® Colt 

Panorama Nova, EPDM (Universal Fit) R52972

FPS 7000 Small, EPDM R56249

FPS 7000 Medium, EPDM R56200

FPS 7000 Large, EPDM R56300

Accessories

Case w/ Dräger Logo 4057804

Facepiece Carry Bag, Yellow Nylon w/ Belt Loops 4053847

Facepiece Carry Bag, Blue Nylon w/ drawstring 4055785

LDV Holder 3357527

Leg strap 3353281

Spectacle kit
R51548 (Nova)
R56230 (FPS)
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Ordering Information

Airline Hose for Dräger PAS® Colt Order No.

Air Hose, 25 Ft, Heavy Duty, CEJN VN01183         

Air Hose, 25 Ft, Heavy Duty, HANSEN BRASS VN01185

Air Hose, 25 Ft, Heavy Duty, HANSEN SS VN01187         

Air Hose, 25 Ft, Heavy Duty, SCHRADER VN01189         

Air Hose, 25 Ft, Light Duty, CEJN VN01184         

Air Hose, 25 Ft, Light Duty, HANSEN BRASS VN01186         

Air Hose, 25 Ft, Light Duty, HANSEN SS VN01188         

Air Hose, 25 Ft, Light Duty, SCHRADER VN01190         

Air Hose, 50 Ft, Heavy Duty, CEJN VN00737

Air Hose, 50 Ft, Heavy Duty, HANSEN BRASS VN00738

Air Hose, 50 Ft, Heavy Duty, HANSEN SS VN01191         

Air Hose, 50 Ft, Heavy Duty, SCHRADER VN01193         

Air Hose, 50 Ft, Light Duty, CEJN VN00739

Air Hose, 50 Ft, Light  Duty, HANSEN BRASS VN00740

Air Hose, 50 Ft, Light Duty, HANSEN SS VN01192         

Air Hose, 50 Ft, Light Duty, SCHRADER VN01194         

Air Hose, 100 Ft, Heavy Duty, CEJN VN00741

Air Hose, 100 Ft, Heavy Duty, HANSEN BRASS VN00742

Air Hose, 100 Ft, Heavy Duty, HANSEN SS VN01195         

Air Hose, 100 Ft, Heavy Duty, SCHRADER VN01197         

Air Hose, 100 Ft, Light Duty, CEJN VN00743

Air Hose, 100 Ft, Light Duty, HANSEN BRASS VN00744

Air Hose, 100 Ft, Light Duty, HANSEN SS VN01196         

Air Hose, 100 Ft, Light Duty, SCHRADER VN01198         
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Locate your Regional Sales 
Representative at:  
www.draeger.com/contact

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany

www.draeger.com

USA
Draeger, Inc.
7256 S. Sam Houston Parkway W., 
Suite 100
Houston, TX 77085

1 800 4DRAGER
(1 800 437 2437)

Canada
Draeger Safety Canada, Ltd.
2425 Skymark Ave., Unit 1
Mississauga, Ontario L4W 4Y6

1 877 DRAGER1
(1 877 372 4371)

Not all products, features, or services are for sale in all countries. Mentioned Trademarks are only registered in certain countries and not necessarily in the country 
in which this material is released. Go to www.draeger.com/trademarks to find the current status.


