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Second stage
 – downstream, balanced, with 

integrated pressure-relief valve
 – hose connection on both sides

 – fits perfectly with the  
Dräger Panorama Nova Dive

First stage
 – diaphragm-controlled
 – supply-pressure-compensated
 – no decline in airflow

Individual configuration
 – Three high-pressure (HP) ports and 
five medium-pressure (MP) ports to 
connect as needed

 – High flexibility in configuring  
the pneumatics

300 bar / 4351 psi technology

The Dräger Secor 7000 regulator, consisting of a first and second stage, was developed for 
professional divers. To ensure comfortable diving, the hose can be connected to the second 
stage either from the left or right side. Secor 7000 is compatible with the full face mask 
Panorama Nova Dive. The pneumatic system can be individually configured using different 
outlets on the first stage.

Diving Regulator
Dräger Secor 7000

—
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Benefits

Professional diving with the Dräger Secor 7000
The demands of professional diving are great and require a high level of flexibility and reliability from all system 
components. The Secor 7000 regulator, integrated with the open circuit diving system Dräger PSS® Dive and the 
full-face mask Dräger Panorama Nova Dive, was designed to optimally meet these demands. The combination of 
the first and second stage enables the lowest breathing resistances to meet the DIN EN 250A standard, even when 
diving in deep, cold waters.

The pressure reducer: High performance and ease of use
The first stage (pressure reducer) has three HP ports and five MP ports to give flexibility in configuration. The hoses 
can be custom-configured for the diver. The newly designed handwheel ensures a secure connection to the air tank. 
The first stage is completely black, supply-pressure-compensated and diaphragm-controlled, which ensures air 
supply, even under extreme conditions.

The second stage regulator: Secure and comfortable
To achieve maximum flexibility, the hose can be connected to the second stage regulator from either the left or 
right side. The second stage can be opened without tools. This allows cleaning and disinfection immediately after 
the dive. The bubble deflector is positioned so that bubbles are directed away from the field of view. This applies 
whether the diver is using a half mask or a full-face mask.

Many possible configurations
Three high-pressure (HP) ports and five medium-pressure (MP) ports make any configuration possible: Pressure 
gauge, low-pressure warning, computer transmitter for the high-pressure outlets as well as two regulators, an 
inflater hose for the BCD and an inflater hose for a dry suit at the medium-pressure ports, for example.

Various Hoses
Various hose lengths in rubber or with flex material are available to allow for every configuration and situation.

Connection for either DIN or yoke air tanks
The Secor 7000 is available with different cylinder connections: for DIN up to 300 bar / 4351 psi or for yoke up to 
232 bar / 3365 psi inlet pressure. The medium pressure is 9.3 bar (+/- 0.5 bar tolerance).

The perfect match: Secor 7000 and Panorama Nova Dive
The Secor 7000 offers added safety in combination with the Panorama Nova Dive. Even under water, the regulator 
can be unplugged in an emergency and the second regulator plugged into the full-face mask. This means it is no 
longer necessary to remove the full-face mask, and the dive can be safely ended.
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Secor 7000 with 
Panorama Nova Dive
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Second stage opened for cleaning
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Second stage with P-Con 
connection
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The mechanical low-pressure warning is an active warning system according 
to EN 12628. As soon as the pressure falls into the range around 50 bar (725 
PSI), the diver is notified by a loud knocking sound and a vibrating sensation.

Low-pressure warning
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For example: Console with pressure gauge (0 to 5,000 PSI / 0 to 400 bar), 
depth gauge (0 to 230 ft / 0 to 80 m) and compass.

Consoles

Accessories
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At Dräger, we stand behind our products with a range of service packages—in 
our shops or on site in your plant. Regular service and maintenance are 
essential for protecting your people and your facilities. Diligent maintenance 
and care is also necessary from an economic perspective. Preventive checks, 
service procedures and original replacement parts can extend the life of your 
investment.

Product Service

Services
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The Dräger Academy has imparted well-founded and practical knowledge for 
over 40 years. With over 110 authorized trainers and more than 600 available 
topics, we conduct more than 2,400 training sessions per year. We equip your 
people with the knowledge they need for real-life situations and make sure 
they will be able to recall and readily apply that knowledge in their everyday 
work—especially in stressful situations. If you have specific needs, we can 
develop a customized training program to meet your individual requirements.

Training
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The Panorama Nova Dive is a full-face mask that offers various connection 
possibilities for regulators, underwater communication, and a low pressure 
warning. It allows the professional user to dive comfortably under difficult 
conditions.

Dräger Panorama Nova Dive

Related Products
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The PSS® Dive is a professional diving apparatus with integrated pockets for 
weights, easy to configure for 1 or 2 cylinders, with demand valve or full-face 
mask.

Dräger PSS® Dive EN

Related Products
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Dräger Secor 7000
Dräger Secor 7000

Technical Data

Water temperature 2 °C to 40 °C (35.6 °F to 104 °F)

Pressure gauge, 1st stage, DIN ​
Pressure gauge, 1st stage, DIN ​

Inlet Max. 300 bar / 4,351 PSI, 
Handwheel connection (DIN EN 144 G 5/8 standard)

High-pressure outlet 3 ports, 7/16-20 UNF, O-ring seal

Medium-pressure outlet 5 ports, 3/8-24 UNF, O-ring seal, 
8.8 to 9.8 bar / 127 to 142 PSI

Principle Diaphragm-operated, supply-pressure-compensated

Material Chrome-plated brass

Weight 785 g (1.73 lb)

Pressure reducer, 1st stage, Yoke
As before, except:

Inlet Max. 232 bar/3,364 PSI, with INT yoke adapter CGA 850

Weight 960 g (2.11 lb)

Lung demand valve, 2nd stage, mouthpiece
Principle Downstream, balanced

Material mouthpiece, diaphragm and exhalation valve Silicone

Connection 3/8-24 UNF

Medium-pressure hose Various lengths for different applications

Weight 230 g (0.51 lb)

Lung demand valve, 2nd stage, full-face mask
Principle Downstream, balanced

Material diaphragm and exhalation valve Silicone

Connection 3/8-24 UNF

Medium-pressure hose with coupling and pressure-relief valve Various lengths for different applications

Weight 230 g (0.51 lb)
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Dräger Secor 7000
Dräger Secor 7000 T54400

3-Unit Console - 5000 psi, 230 ft. compass T54568

Low-pressure warning device T53615

Inflater hose, 0.78 m T54186

Panorama Nova Dive T53510

Panorama Nova Dive Sport T53700

Dräger PSS® Dive T54500

PSS Dive M VN00348

PSS Dive L VN00349

PSS Dive X VN00350

PSS Dive M, Pull Weight Pouch VN00353

PSS Dive L, Pull Weight Pouch VN00352

PSS Dive XL, Pull Weight Pouch VN00351

Blank Plug for Residual Pressure Warning T53682

Secor 7000 Yoke 1st Stage T54507

Secor 7000 DIN 1st Stage T54513

Secor 7000 2nd Stage Mouthpiece, flex hose T54558

Secor 7000 2nd Stage FFM, flex hose T54559

Secor 7000 2nd Stage Mouthpiece, flex hose, yellow T54564

Secor 7000 2nd Stage FFM, flex hose, yellow VN00342

Secor 7000 2nd Stage Mouthpiece, rubber hose T54565

Secor 7000 2nd Stage FFM, rubber hose T54566

Secor 7000 2nd Stage Mouthpiece, rubber hose, yellow T54568

Secor 7000 2nd stage FFM, rubber hose, yellow VN00343

Ordering Information
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Locate your Regional Sales
Representative at:
www.draeger.com/contact

CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck

	 info@draeger.com
www.draeger.com

Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.
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Canada
Draeger Safety Canada, Ltd.
2425 Skymark Ave., Unit 1
Mississauga, Ontario L4W 4Y6

	 1 877 DRAGER1 (1 877 372 4371)

USA
Draeger, Inc.
7256 S. Sam Houston Parkway W., 
Suite 100
Houston, TX 77085

	 1 800 4DRAGER (1 800 437 2437)


