
The Dräger ​Secor 7000 regulator, consisting of first and second stage, has been developed 
for diving in a professional environment. To ensure comfortable diving, the hose connection 
to the second stage is possible from the left and right side. ​Secor 7000 is perfectly matched 
to the full face mask ​Panorama Nova Dive. The pneumatic system can be individually 
configured by means of different outlets on the first stage.

Diving Equipment
Dräger ​Secor 7000

—
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Dräger ​Secor 7000
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Second stage
downstream, balanced, and with 

integrated pressure relief valve
hose connection on both sides

its perfectly with the ​
Dräger Panorama Nova Dive

300 bar technology

Individual configuration
Three high pressure (HP) ports and 
five medium pressure (MP) ports to 
connect all your need
High lexibility in coniguring the 
pneumatics

First stage
membrane-controlled
supply pressure compensated
no decline in airlow
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Benefits

Professional Diving with the Dräger ​Secor 7000
The demands of professional diving are great and require a high level of flexibility and reliability from all system 
components. The ​Secor 7000 regulator, integrated with the open circuit diving system Dräger ​PSS Dive and the 
full-face mask ​Dräger Panorama Nova Dive, was designed to optimally meet these demands. The combination of 
first and second stage enables lowest breathing resistances even when diving in deep and cold waters in 
compliance with DIN EN 250A.

The Pressure Reducer – High-Performance and Easy to Use
The first stage (pressure reducer) has three HP ports and five MP ports to give flexibility in configuration. The hoses 
can be custom-configured for the diver. The newly designed handwheel ensures a secure connection to the air tank. 
The first stage is completely black, supply-pressure-compensated, and diaphragm-controlled, which ensures air 
supply, even under extreme conditions.

The Second Stage Regulator – Secure and Comfortable
In order to achieve maximum flexibility, it is possible to connect the hose to the second stage regulator from either 
the left or right side. The second stage can be opened without tools. This allows cleaning and disinfection 
immediately after the dive. The bubble deflector has been so positioned that the bubbles are directed away from 
the field of view. This applies whether the diver is using a half mask or a full-face mask.

Many Possible Configurations
Three high pressure (HP) ports and five medium pressure (MP) ports make every configuration possible: Pressure 
gauge, low pressure warning, computer transmitter for the high pressure outlets as well as two Regulators, an 
inflator hose for the BCD and an inflator hose for a dry suit at the medium pressure ports, for example.

Various Hoses
Various hose lengths in rubber or with flex material are available to satisfy every configuration and situation.

Connection for Either DIN or INT Air Tanks
The ​Secor 7000 is available with different cylinder connections: for DIN up to 300bar or for INT up to 232bar inlet 
pressure. The medium pressure is 9.3bar (+/- 0.5bar tolerance).

The Perfect Team – ​Secor 7000 and ​Panorama Nova Dive
The ​Secor 7000 offers another safety aspect in combination with the ​Panorama Nova Dive. Even under water, the 
regulator can be unplugged in an emergency and the second regulator plugged into the full-face mask. This means 
that it is no longer necessary to remove the full-face mask and the dive can be safely ended.
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​Secor 7000 with ​
Panorama Nova Dive
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Second stage opened for cleaning
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Second stage with P-Con 
connection

Details
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Engineered for professional diving applications, Dräger’s compressed air 
cylinders are equipped with a reliable Duo Valve for enhanced safety and 
performance. Available in 6 to 12-liter capacities with 300 bar working 
pressure, these cylinders offer flexibility for various dive profiles. For dual-
cylinder configurations, an optional manifold bridge is available, ensuring 
seamless integration and optimal gas management.

Dräger Compressed Air Diving Cylinders
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The mechanical low-pressure warning is an active warning system according 
to EN 12628. As soon as the pressure falls into the range around 50bar (725 
PSI), the diver is notified by a loud knocking sound and a vibrating sensation.

Low Pressure Warning
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Duo console: 
•	 Pressure gauge (0-300 bar working preesure / 0-400 bar display range)
•	 Depth gauge (0-Point-adjustment, 0-80 m)

Triple-console: 
•	 Pressure gauge (0-300 bar working pressure / 0-400 bar display range)
•	 Depth gauge (0-Point-adjustment, 0-80 m)
•	 Compass

Consoles
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Pressure gauge (0-300 bar working pressure / 0-400 bar display range) with 
hose (88 or 127cm)

Pressure Gauge

Accessories
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Our product service department is here to support you with a range of 
service packages – in our shops or on site at your facility. Care, servicing and 
maintenance are key factors when it comes to safety. Diligent maintenance 
and care are also absolutely necessary from an economic perspective. 
Preventive checks, service procedures and original replacement parts ensure 
your investment lasts longer.

Product service

Services
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The Dräger Academy has been sharing its sound, practical knowledge for 
over 40 years. With over 110 authorised trainers and more than 600 available 
topics, we conduct more than 2,400 training sessions per year. We provide 
your staff with practical knowledge and ensure that what they learn can be 
applied effectively, both on a day-to-day basis and more importantly, in 
critical situations. We're happy to develop a custom-made training 
programme just for you.

Training
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For the ​PSS Dive there is a wired communication system with matching 
plug-in connector for the ​Panorama Nova Dive full face mask. It can be 
configured with sinking or floating telephone lines in different lengths. 
Wireless communication systems with ultrasonic technology are also 
available.

Communication devices for ​PSS Dive
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The ​PSS Dive is a combination of a carrying and buoyancy control device, 
approved according to EN 1809, for professional diving use. It can be 
individually configured from various components, such as the ​
Panorama Nova Dive full face mask and the ​Secor 7000 pneumatic system. 
The ​PSS Dive is approved for diving with single or double cylinders.

Dräger ​PSS Dive
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The ​Panorama Nova Dive is a full-face mask that offers various connection 
possibilities for regulators, underwater communication, and a low pressure 
warning. It allows the professional user to dive comfortably under difficult 
conditions.

​Dräger Panorama Nova Dive

Related Products
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Dräger ​Secor 7000

Water temperature 2 °C to 40 °C (35.6 °F to 104 °F)

Technical Data

Pressure Gauge, 1st Stage, DIN

Inlet Max. 300 bar / 4,351 PSI, Handwheel connection according to 
DIN EN 144 G 5/8

High pressure outlet 3 ports, 7/16-20 UNF, O-ring seal

Medium pressure outlet 5 ports, 3/8-24 UNF, O-ring seal, 
8.8 to 9.8 bar / 127 to 142 PSI

Principle Diaphragm-operated, supply-pressure-compensated

Material Chrome-plated brass

Weight 785 g (1.73 lb)

Pressure Reducer, 1st Stage, INT

As before, except:

Inlet Max. 232 bar/3,364 PSI, with INT yoke adapter CGA 850

Weight 960 g (2.11 lb)

Lung demand valve, 2nd stage, mouthpiece

Principle Downstream, balanced

Material mouthpiece, diaphragm, and exhalation valve Silicone

Connection 3/8-24 UNF

Medium pressure hose Various lengths for varying applications

Weight 230 g (0.51 lb)

Lung demand valve, 2nd stage, full-face mask

Principle Downstream, balanced

Material Diaphragm and exhalation valve Silicone

Connection 3/8-24 UNF

Medium pressure hose with coupling and pressure relief valve Various lengths for varying applications

Weight 230 g (0.51 lb)
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Dräger ​Secor 7000

Dräger ​Secor 7000 Configurator T54400

Ordering Information
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Locate your Regional Sales
Representative at:
www.draeger.com/contact

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany 

	 www.draeger.com

Not all products, features, or services are for sale in all countries. Trademarks mentioned herein are the property of its respective owner.
Trademarks may be owned by Drägerwerk AG & Co. KGaA (Dräger) or its affiliates in certain countries and not necessarily in the country in which
this material is released. Visit www.draeger.com/trademarks for the current status of Dräger’s trademarks.
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Region Europe
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany

	 +49 451 882 0
	 +49 451 882 2080
	 info@draeger.com

Region Middle East, Africa
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates

	 +971 4 4294 600
	 +971 4 4294 699
	 contactuae@draeger.com

Region Asia Pacific
Draeger Singapore Pte. Ltd.
61 Science Park Road
The Galen #04-01
Singapore 117525

	 +65 6872 9288
	 +65 6259 0398

Region Central and South America
Dräger Safety do Brasil Ltda.
Al. Pucuruí, 51/61 – Tamboré
06460-100 Barueri, São Paulo 

	 +55 (11) 4689-4900
	 relacionamento@draeger.com


