
Dräger Simultaneous Test Sets 
Gas Detection Tubes
—
Risks and potential dangers at a glance: The Simultaneous Test Sets allow the 
measurement of five different gases at the same time.

ST
-6

72
8-

20
06



Dräger Simultaneous Test Sets Gas Detection Tubes  |  Product Information Guide  |  02 

Benefits
Simultaneous measurement
In the Simultaneous Test Sets, five Dräger-Tubes® are arranged next to each other in a stable rubber sleeve. The air to 
be monitored is simultaneously drawn in through the tubes by a Dräger-Tube® pump. Quick determinations are made 
about the presence of dangerous substances at TLV levels.

System solution
Each five tube set is comprised of tubes specially calibrated as a system to provide rapid results in the presence 
of select gases and vapors. Gases and vapors present below the threshold of the first calibration mark may not be 
indicated.

Fast results
The device delivers fast and reliable results for different combinations of organic and inorganic gases.

System Components
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Simultaneous Test Set I for inorganic fumes Dräger-Tubes: acid 
gas, hydrocyanic acid, carbon monoxide, basic gas, nitrous gas; 
measurement time approximately 40 seconds.

Simultaneous Test Set I for inorganic gases
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Dräger-Tubes: sulfur dioxide, chlorine, hydrogen sulfide, phosphine,
phosgene; measurement time approximately 40 seconds.

Measurement of ketones, aromatics, alcohols, aliphatic hydrocarbons,
chlorinated hydrocarbons; measurement time approximately 40 seconds.

Simultaneous Test Set II for inorganic gases

Simultaneous Test Set III for organic gases

System Components

Measurement of carbon monoxide, hydrocyanic acid, hydrochloric acid,
nitrous gas, formaldehyde; measurement time approximately 2 minutes.

Dräger-Tubes®: formaldehyde, phosphine, hydrocyanic acid, methyl
bromide, ethylene oxide; measurement approximately 4 minutes.

Simultaneous Test Set Conductive Compounds

Simultaneous Test Container Fumigation II
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Dräger-Tubes®: formaldehyde, phosphine, hydrocyanic acid, methyl
bromide, ammonia; measurement time approximately 3 minutes.

Drager-Tubes®: S-mustard, phosgene, hydrocyanic acid, lewisite,
N-mustard; measurement time approximately 3 minutes.

Simultaneous Test Set I Fumigation

CDS-Simultaneous Test Set I - Restricted shipping

Accessories
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Drager-Tubes®: cyanogen chloride, S-mustard, phosgene, chlorine,
phosphoric acid esters; measurement time approximately 3 minutes.

CDS-Simultaneous Test Set V - Restricted shipping
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Fast measurement with one hand: The Dräger-Tube® pump accuro allows
you to use the established Dräger-Tubes® to take measurements under
extreme conditions.

Is used for clearance measurements in containers.

Dräger accuro

Bar probe 400

System Components
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For use with accuro or X-act® 5000 in conjunction with the simultaneous
tube sets.

The adapter is ordered separately and used with the five tube sets to
draw the air through all the tubes simultaneously. A tube scoring tool is
included to facilitate removing the ends of the tubes.

Extension hose simultaneous test

Adapter simultaneous test set
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The TO 7000 is used to score and remove the tips of standard short term
tubes. The channel on the bottom of the opener is a useful tool for
cracking the ampoules of certain tubes. The reservoir safely holds the
glass tips that can be disposed of at a later time.

Dräger TO 7000

System Components
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The Dräger HazMat Simultest Kit is designed to quickly determine the 
presence of inorganic and organic gases and vapors. The Simultaneous 
Test Sets I, II & III consist of five tube sets to detect toxic substances 
generated from burning combustible materials, flammable liquids or 
flammable gases and substances evolving from a chemical leak or spill.

Dräger HazMat Simultest Kit
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Notes
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Locate your Regional Sales 
Representative at:  
www.draeger.com/contact

USA
Draeger, Inc.
7256 S. Sam Houston Parkway W., 
Suite 100
Houston, TX 77085

1 800 4DRAGER
(1 800 437 2437)

Canada
Draeger Safety Canada, Ltd.
2425 Skymark Ave., Unit 1
Mississauga, Ontario L4W 4Y6

1 877 DRAGER1
(1 877 372 4371)

Not all products, features, or services are for sale in all countries. Mentioned Trademarks are only registered in certain countries and not necessarily in the country 
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

Corporate Headquarters
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany

www.draeger.com


