
The Dräger Tube Opener 7000 enables you to open the tips of the Dräger- Tubes, pre-tubes 
and sampling tubes in an efficient manner, with improved safety and contains the tips of the 
tubes for responsible disposal.

Tube Opener for Gas 
Detection Tubes

Dräger TO 7000

—
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Dräger TO 7000
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Steel cutters embedded in the opener 

Higher degree of safety in opening 
Dräger-Tubes; short-term and sampling 
tubes of all types

Wrist or pump strap to 
keep the opener ready for 
immediate use

Release button to dispose  
of the tube tips

Scoring and removing tips off Dräger-Tubes

Glass tips safely stored for proper disposal/recycling

Aids in breaking enclosed tube ampoules 
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Benefits

Increased safety
The TO 7000 reduces jagged edges with fewer glass fragments which occur with traditional tip breaking devices.

Simple to operate
Insert the tube tip into the top of the opener, twist the tube back and forth to score the glass, then bend thetube 
while in the cutter to snap off the tip. The TO 7000 is a receptacle for the tips. The TO 7000 can beemptied and 
reused over and over.

Included with the bellows pump
Each accuro bellows pump includes the Tube Opener 7000. In addition to the TO 7000 the pump has the traditional 
break-off eyelet and a ceramic scoring element for tip removal.

Tubes with ampoules
The Tube Opener 7000 has a section on the bottom of the device to facilitate the opening of enclosed ampoules as 
depicted on the pictogram of the package.

The Draeger short-term detector tubes have proven to be a very cost-
effective and reliable way to measure toxic gases and vapors in the 
workplace.

Dräger-tubes® for short-term measurements

System Components
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High precision guaranteed: The Dräger sampling tubes and systems are very 
reliable in use even with complex compounds and mixtures of substances.

Dräger sampling tubes and systems

System Components
D
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Enables the measurement of extremely hot gases, e.g. in combustion plants 
(up to 650 °C).

Hot air probe

ST
-1

43
19

-2
00

8

For use in hard-to-access locations such as shafts, tanks and vaults 

Available in the following sizes:

•	 1 m
•	 3 m
•	 10 m
•	 15 m

Dräger accuro extension hoses

Accessories
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Fast measurement with one hand: The Dräger-Tube pump accuro allows you 
to use the established Dräger-Tubes to take measurements under extreme 
conditions. The easy-to-use Dräger-Tubes have already been calibrated and 
form a perfect unit with the Dräger-Tube pump.

Dräger accuro
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Is used for clearance measurements in containers, e.g. intermodal shipping 
containers.

Bar probe 400

Accessories

Related Products
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Dimensions (W x H x D) 86 x 40 x 40 mm (3.4 x 1.6 x 1.6 in)

Weight 40 g (1.4 oz)

Ambient conditions Temperature: -20 °C to +50 °C (-4 °F to +122 °F)

Technical Data

Description Content Order no.
Tube opener TO 7000 Detector tube tip removal device 64 01 200

Dräger accuro Gas detector pump Dräger accuro and
tube opener Dräger TO 7000

64 00 000

Soft-Side accuro kit accuro pump, tube opener, spare parts,
allen tool, and nylon case

83 17 186

Hard-Side accuro kit accuro pump, tube opener, spare parts,
allen tool, rubber caps and molded case

40 56 443

Spare parts kit for Dräger accuro 6 x valve disc, 1 x window, 3 x membrane,
1 x insert and 1 x grommet

64 00 220

Extension hose 1 m Incl. adapter for Simultaneous Test Set 64 00 561

Extension hose 3 m Incl. adapter to hold the tube and an 
adapter to connect to the pump.

64 00 077

Extension hose 10 m Incl. adapter to hold the tube and an 
adapter to connect to the pump.

64 00 078

Extension hose 15 m Incl. adapter to hold the tube and an 
adapter to connect to the pump.

64 00 079

Ordering Information
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Notes
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Notes

Locate your Regional Sales
Representative at:
www.draeger.com/contact

CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck
	 www.draeger.com

Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.
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Canada
Draeger Safety Canada, Ltd.
2425 Skymark Ave., Unit 1
Mississauga, Ontario L4W 4Y6 

	 1 877 DRAGER1
(1 877 372 4371)

USA
Draeger, Inc.
7256 S. Sam Houston Parkway W., 
Suite 100
Houston, TX 77085

	 1 800 4DRAGER
(1 800 437 2437)


