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 1   Technical Datasheet   Dräger X-plore 8000 Gas Filter (CL / HF / AM / AM / FM / HS / SD / HC / OV– NIOSH) 

 

1. General Data 
 
 

1.1 Manufacturer Dräger Safety AG & Co. KGaA 

Revalstraße 1, D – 23 560 Lübeck, Germany 

1.2 Designation Dräger X-plore 8000 Gas Filter CL/HF/AM/MA/FM/HS/SD/HC/OV (NIOSH) 

1.3 Dräger part no.  

 6739590 CL/HF/AM/MA/FM/HS/SD/HC 

 6739575 OV 

1.4 GTIN / EAN  

 6739590 04026056017256 

 6739575 04026056017249 

1.5 Intended use Respiratory protection against vapours and gases in combination with the Powered Air 

Purifying System X-plore 8000 and a specified face piece. Scope of protection as 

indicated by product documentation, technical standards and installed application 

rules. 

1.6 Approvals 

 

 

System approval in combination with the powered air purifying respirator X-plore 8000 

 

6739590: NIOSH 42 CFR Part 84, 

TC-23C-3136, TC-23C-3137, TC-23C-3143, TC-23C-3193, TC-23C-DRA213, TC-23C-DRA217 

 

6739575: NIOSH 42 CFR Part 84, 

TC-23C-3138, TC-23C-3139, TC-23C-3144, TC-23C-3194, TC-23C-DRA214, TC-23C-

DRA218 

 

2. Construction and technical data 
 

 

2.1 Materials  

 Filter housing PC-ABS (Polycarbonate-acrylonitrile-butadiene-styrene)/  

 Filter material Activated carbon 

2.2 Connection to 

Powered Air Purifying 

Respirator 

The filter is inserted into the fan unit (with the color marking pointing downward 

toward the device) until it snaps audibly into place. Then the splash guard lid is 

set over the filter until it snaps audibly into place. 

2.3 Weight MultiGas light: 600 g +/- 100 g   

OV: 780 g +/- 100 g 

2.4 Dimensions 270 x 164 x 81 mm 

2.5 Construction Two angular gas filter cartridges are sealed within the nearly angular filter 

housing. There is a molded gasket on the curved bottom. The whole filter is 

sealed in a water vapor impermeable barrier bag and the seal is equipped with a 

blue transport protection against undefined deformation due to the vacuum in 

the barrier bag. 

2.6 Working principle Gases and vapours are removed from the ambient air by adsorption onto the 

sorbent (activated carbon). 
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3. Performance Data (Minimum requirements in accordance with 

standard) 

  

3.1 Mechanical 

resistance 

Resistant to shock and vibration as required by NIOSH 42 CFR Part 84. 

3.2 Chemical 

resistance 

For normal use conditions the filter is resistant against temperature, humidity, and corrosives. 

The filter is especially chemically resistant to the filter materials (sorbents). Ingress of water or 

other liquids must be avoided. 

 Filter type 

and class Test gas 
Test condition / 

Flow rate (LPM) 

Test 

Atmosphere 

Concentration 

Penetration 

Minimum 

Service Life  

(*1, 3) 

 

CL 
Chlorine (Cl2) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
500 ppm 5 ppm 35 min 

 

HF 

Hydrogen 

Fluoride (HF) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
70 ppm 3 ppm 30 min 

 

AM 
Ammonia (NH3) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
1,000 ppm 50 ppm 

50 min 

25 min 

 

MA 

Methylamine 

(CH3NH2) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
1,000 ppm 10 ppm 25 min 

 

FM 

Formaldehyde 

(HCHO) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
100 ppm 1 ppm 50 min 

 

HS 

Hydrogen 

Sulfide (H2S) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
1,000 ppm 10 ppm 30 min 

 

SD 

Sulfur Dioxide 

(SO2) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
500 ppm 5 ppm 30 min 

 

HC 

Hydrogen 

Chloride (HCl) 

as received / 115 / 1702 

equilibrated / 115 / 1702 
500 ppm 5 ppm 50 min 

 

OV 

Organic vapors: 

Carbon 

Tetrachloride 

(CCl4) 

as received / 115 / 1702 

equilibrated / 115 / 1702 

1,000 ppm 5 ppm 
50 min 

25 min 

 1*) Minimum life will be determined at the indicated penetration. 

2*) Test flowrate shall be 115 lpm for tight fitting facepieces and 170 l.p.m. for loose fitting facepieces. 

3*) Where a respirator is designed for respiratory protection against more than one type of gas or vapor, as for 

use in ammonia and in chlorine, the minimum life shall be one-half of that shown for each type of gas or vapor. 

Where a respirator is designed for respiratory protection against more than one gas of a type, as for use in 

chlorine and sulfur dioxide, the stated minimum life shall apply. 
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4. Packaging, storage and documentation 
 

 

4.1 Packaging Each filter is sealed in a PE foil and packed in a cardboard box. 

 

Packaging unit is one piece 

4.2 Storage The filter needs to be stored in its original packaging, dry and free of contamination, 

and kept from direct sunlight or heat radiation. Do not store the filter in explosive 

environments. 

 

Storage temperature: -10 °C to 60 °C (14 °F to 136 °F) 

Storage humidity: ≤ 95 % relative humidity 

Shelf life: 6 years from date of manufacture 

4.3 Labelling Banderole: marking includes color coding in accordance with NIOSH 42 CFR Part 

84, batch number, and expiry date. 

4.4 Instructions for use Each packaging unit contains an IFU in the following languages:  

 

US-English, French, Spanish                                                                    
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4. User Notes 
 

 

4.1 System usability Only suitable for use with the Dräger X-plore 8000 Powered Air Purifying Respirator. 

4.2 User instructions and 

restrictions 

The filter conforms to the minimum requirements of the standard indicated by the 

class and type of the filter it is marked with. It must be noted that laboratory values 

can differ from those measured in practice. This may result in longer or shorter break 

through times. The user must read and understand the instructions for use. 

Additionally, the knowledge of all relevant application rules is mandatory (see in 

particular the limitations in use). Further information on request. 

 

Region Europe 

Dräger Safety AG & Co. KGaA 

Revalstraße 1 

23560 Lübeck, Germany 

 +49 451 882 0 

 +49 451 882 2080 

 info@draeger.com 

Region Asia Pacific 

Draeger Singapore Pte. Ltd.   

Science Park Road 

The Galen #04-01 

Singapore 117525 

 +65 6872 9288 

 +65 6259 0398 

 

Locate your Regional Sales 

Representative at: 

www.draeger.com/contact 

Corporate Headquarters 

Drägerwerk AG & Co. KGaA 

Moislinger Allee 53–55 

23558 Lübeck, Germany 

 

www.draeger.com 

Mentioned Trademarks are only registered in certain countries and not necessarily in the country in which this material is released. 

Go to www.draeger.com/trademarks to find the current status. 

Region Middle East, Africa 

Dräger Safety AG & Co. KGaA 

Branch Office 

P.O. Box 505108 

Dubai, United Arab Emirates 

 +971 4 4294 600 

 +971 4 4294 699 

 contactuae @draeger.com 

Region Central and South America 

Dräger Indústria e Comércio Ltda. 

Al. Pucurui - 51 - Tamboré 

06460-100 - Barueri - São Paulo 

 +55 (11) 4689-4900 

 relacionamento@draeger.com 


