
Terminal units 
for medical gases

British standard BS 5682

The development and implementation of a Dräger terminal 
unit with specifications in accordance with the British 
standard BS 5682 takes advantage of the decades of 
experience and proven design of our DIN terminal units.

Based on field-proven Dräger block assembly groups - first 
fixes-, this terminal unit can also be used in conjunction 
with all standard installation configurations. 

In addition to the reliable Dräger block assembly groups, 
Dräger standard cover plates were also included in the 
terminal design, which serves to promote the typical 
Dräger appearance.

The units are constructed from robust materials, including 
fiberglass - reinforced plastic. All gas-carrying elements are 
made of metal. The carefully chosen construction materials 
guarantee an extended lifespan.

–
wall and ceiling

– Corrosion-free thanks to robust construction and
material compatibility (fibreglass reinforced 
plastic/metal)

– Gas type-specific coding of all relevant
assembly groups for a secure connection

– Quick installation through compact assembly groups

– Installation arrangements for pipeline leads from
top and bottom

– Gas type identification acc. to ISO 32 with
symbolic labeling according to ISO 9170-1

– Maintenance of plug-in coupling without
interruption of hospital operations

– Fulfills all requirements of ISO 9170-1 as well
as BS 5682 dimensions

Installation versions: Flush / surface /supply units for 

STRUCTURAL CHARACTERISTICS
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25 NL/min

Benefits

–

– Non-interchangeable internal parts of the gas outlets help to retain gas specificity.

– Tested for bio compatibility to ensure patient safety.

– Use of anti-corrosive material increases durability.

An internal maintenance valve that allows easy maintenance and servicing.
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Technical Data

4 +1  bar 

8 +2/-1 bar 

40 NL/min 

350 NL/min  

Wall box 2P00190
Surface - for all wall systems
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Wall box 2P00272
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Easy ordering steps

A BS Terminal units comprises a base unit (the back end) and a structural block (front end)
Two types of base units available for you are:

01. Wall mount

02. Panel Mount

Place your order with the part numbers of the base units and structural blocks. For e.g. if you wish to
order a surface mount BS O  Terminal Unit, mention Surface Box (Part number: 2P00190) and2

Structural block O2 (Part 2P00271) in your order.

Base unit 

1. Wall mount terminal unit options are:

Part number

Surface box 2P00205

Duct Mount

Flush box

FG 2P00330

2P00272

Hollow wall box 2P00289

Structural block

2. Panel mount terminal units options are:

Part number

Connection set with tube connection 2P00330

Connection set flexible hose connection 2P00331

Structural block

Square plate structural blocks for wall mounted terminal units are:

Part number

O2 2P00271

N O2

Vac 

2P00278

2P00280

Air400 2P00279

Round plate structural block options for Panel mounted terminal units are:

Base unit Part number

O2 2P00332

N O2

Vac 

2P00333

2P00335

Air400 2P00334
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Notes
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CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53-55, 
23542 Lübeck, Germany

www.draeger.com

Locate your Regional Sales
Representative at:
www.draeger.com/contact

EC  REP

BRANCH OFFICES

AHMEDABAD
nd 2 Floor, Panchamrut House,

Near Panchamrut - 2, Bungalows,
Near. Science City Bridge, Sola,
Ahmedabad - 380060
Tel +91 79 2929 9101
Fax +91 79 2929 9101

BENGALURU
2 Floor, No. 179, Amarjyoti Layout, 
Intermediate Ring Road,
Dolmur, Bengaluru - 560071
Tel +91 80 4167 2869/70
Fax +91 80 4098 5455

nd 

CHENNAI
C/o FedEx Express TSCS (I) Pvt. Ltd.
77/1, 2A, 2B, Redhills Road,
Opp. Pappad Company, Kathirvedu,
Chennai - 600066
Tel +91 44 4351 9701/02
Fax +91 44 4351 9703

KOCHI
Ground Floor, Soorya Prabha Bldg.,
Door No. 35/230D, 
(40/287-A), Prabha Lane,
Automobile Road, Lane 8,
Mamangalam, Palarivattom,
Kochi - 682025
Tel +91 484 4013 118
Fax +91 484 3016 063

KOLKATA
st 1 Floor, 

44th Shanti Pally,
Kolkata - 700107
Tel +91 33 4063 0375/76
Fax +91 33 4063 0377

Sanjoy Bhavan,

NEW DELHI
B2-3, Ground Floor,
Africa Avenue Road,
Safdarjung Enclave,
New Delhi - 110029
Tel +91 11 4604 8436/40
Fax +91 11 4615 1401

PRODUCTION FACILITY
Draeger India Pvt. Ltd.
Bldg. Shed no. 4, 5 and 1, 
Deodal Village, Vasai Taluka,
Dist. Palghar - 401208

Terminal units for medical gases

Regulation (EU) 2017/745 
concerning Medical Devices

Compliance to Following Standards 
BS 5682, ISO 9170-1

MUMBAI (REGISTERED OFFICE)
Draeger India Private Limited

th10  Floor, Commerz II,
International Business Park,
Oberoi Garden City,
Mohan Gokhale Road,
Off Western Express Highway,
Goregaon East, Mumbai - 400063
Tel +91 22 6133 5600
info.MT.india@draeger.com

LUCKNOW
101, First floor, 
Shalimar Logix
Rana Pratap Marg,
Lucknow - 226001
Tel +91 522 401 7137
Fax +91 522 410 6890

MANUFACTURER
Draeger India Private Limited

th10  Floor, Commerz II,
International Business Park,
Oberoi Garden City,
Mohan Gokhale Road,
Off Western Express Highway,
Goregaon East, Mumbai - 400063
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