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Issued to:  DRAEGER SAFETY AG & CO KGAA 
REVALSTRASSE 1 

23560 LUEBECK GERMANY 
   

This is to certify that 

representative samples of 

 GAS AND VAPOR DETECTION EQUIPMENT 

CLASSIFIED FOR USE IN HAZARDOUS LOCATIONS 

See Addendum Page 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 1203, Explosion-Proof and Dust-Ignition-Proof Electrical 

Equipment for Use in Hazardous (Classified) Locations 

UL 913, Intrinsically Safe Apparatus and Associated Apparatus 

for Use in Class I, II, and III, Division 1, Hazardous (Classified) 

Locations 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Classification Mark should be considered as being covered by 
UL’s Classification and Follow-Up Service. 
 

The UL Classification Mark includes: UL in a circle: with the word “CLASSIFIED”  (as shown); a control 
number (may be alphanumeric) assigned by UL; a statement to indicate the extent of UL’s evaluation of 
the product; and the product category name (product identity) as indicated in the appropriate UL 
Directory. 
 
Look for the UL Classification Mark on the product. 

 

http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
 

USC - Gas detection transmitters, Models ETR 02xx, ETR 03xx, ITR 02xx, ITR 03xx, ITR 04xx, ITR 
05xx, XTR 02xx, XTR 03xx, XTR 04xx and XTR 05xx, where xx stand for different models (instead of 
xx, it may also be used an asterisk **) for use in Class I, Groups A, B, C, and D; Class II, Groups E, F, 
and G; Class III Hazardous Locations. 
 
USC - Gas detection transmitters Models ETR 04xx and 05xx provides intrinsically safe outputs for use 
in Class I, Groups A, B, C and D, Class II, Groups E, F, and G; Class III Hazardous Locations, when 
installed in accordance with Draeger control drawing number SE23161. 
 
 
USC – Transmitter Junction Box, Models EAC 01, followed by 0 or 1, followed by x, where x 
stand for different models (instead of x, it may also be used an asterisk *) for use in Class I, 
Groups A, B, C, and D; Class II, Groups E, F, and G; Class III Hazardous Locations 
 


