
Dräger Babyroo® TN300
Neonatal Open Care

The Babyroo® TN300 is a configurable open care warmer with reliable thermoregulation 
capabilities as well as advanced integrated technologies to support emergency resuscitation 
and family-centered care. From delivery room to neonatal intensive care unit to final discharge, 
the Babyroo TN300 is scalable in a variety of hospital environments along the patient pathway.
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DRÄGER BABYROO TN300

Maintain temperature

The Babyroo keeps temperatures stable while limiting heat loss. 
The device is designed to provide uniform heat distribution 
continuously to the entire mattress surface, even when the  
bed is tilted for clinical procedures. In skin mode, the device 
temperature is regulated based on the newborn’s skin 
temperature to allow for adequate warming. The prewarm 
function allows fast warming to provide ideal warming conditions 
for when the newborn arrives. Moreover, our device monitors 
central-peripheral temperature differences through integrated 
thermomonitoring to help detect thermal stress.

Support airway management

Respiratory Support Module has an intuitive interface to  
help minimize set up time and support various newborn 
scenarios. The Babyroo TN300 comes with an optional 
Respiratory Support Module with AutoBreath and gas mixer 
options. The respiratory support interface requires minimal set 
up and helps standardize protocols and support resuscitation 
guidelines across the neonatal care area. The Respiratory 
Support Module with AutoBreath provides advanced 
resuscitation support by automatically delivering the desired 
levels of FiO2, flow, max pressure, rate, and PEEP. To aid the 
caregiver in selecting resuscitation settings, the Infinity® M540 
portable monitor can display ECG and SpO2. To assess the 
newborn’s condition quickly, Babyroo displays a target preductal 
SpO2 reference chart synched with the integrated APGAR timer. 
When critical patients need further respiratory support after initial 
stabilization, our AutoBreath functionality helps bridge respiratory 
support until the neonate arrives in the NICU. By automatically 
delivering precise pressures and intervals, Babyroo helps to 
support airway management and workflow.

Create a nurturing environment

Babyroo was designed to simplify set up and provide easy 
access for clinical assessments, unpredictable scenarios  
and procedures. To help advance family integration efforts,  
the device supports family-centered care initiatives with  
a dedicated Kangaroo Mode to help reduce nuisance alarms  
and track bonding sessions. In addition, Babyroo’s intelligent 
design supports a positive environment with broad access  
for parents and staff.

Support efficient workflows

Several options are integrated into the Babyroo to support 
workflows that are typical in labor and delivery and infant care 
areas. A large graphic display with dedicated and configurable 
screen views for labor and delivery room and NICU readily 
displays all vital parameters. The resuscitation module requires 
minimal setup and can be easily configured to meet guidelines 
set forth by NRP/ILCOR. We have also integrated a bed-tilt 
indicator that allows caregivers to confidently and consistently 
apply recommended mattress position(s) to support protocols 
for feeding, IVH and minimal stimulation. Additionally, we 
engineered the Babyroo with an integrated “Smart Scale” with 
automatic weight adjustments and ability to weigh patients while 
mattress is tilted. To help caregivers automate procedures, 
Babyroo comes with the optional AutoTherm package, which 
includes Tolerate Cooling and Warm-Up Modes. These functions 
can allow for less time interacting with the device and more time 
devoted to infant care.

Help break the chain of infection

The Babyroo is designed with infection prevention in mind with 
smooth surfaces and minimal gaps. The design of the compact 
radiant heater provides excellent heating and aims to eliminate 
the need to adjust or even touch the warmer. Its limited number 
of parts allows for easy disassembling, which helps limit 
reprocessing turnaround time.

Customize comprehensive services

Having dependable devices is imperative in neonatal care. 
Dräger offers comprehensive services, such as a yearly 
inspection and preventive maintenance according to manufacturer 
specifications. Our trained engineers use certified testing 
equipment that provides device performance and seamless 
documentation, including test history in adherence to quality  
and test standards. Dräger offers cost-efficient and quick on-site 
replacement of original Dräger parts by our experienced service 
technicians. In addition, the Babyroo doesn’t require routine 
replacement of major components, which translates to predictable 
cost of care.

Benefits
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System Components

Respiratory Support Module (optional)

The integrated resuscitation module with our 12 o’clock concept is intuitive to use  
and minimizes set up time.

–	Gas mixer with auxiliary adapter and T-piece 
–	Gas mixer with auxiliary adapter, T-piece and􀀁optional AutoBreath function

Heated Gel Mattress

The optional heated gel mattress provides a secondary heat source to help reduce  
the risk of heat loss. Not available for use with SoftBed Mattress. 

(X-ray tray unavailable with this option)

AutoTherm Package (Optional)

The AutoTherm package provides Tolerate Cooling and Warm-up functions with reduced 
nuisance alarms.

–	�Tolerate Cooling mode turns off heat sources while clinicians can still use the scale,  
VHA and touch screen, allowing for continued monitoring and trending of skin temperature 
without nuisance alarms.

–	�Warm-up mode controls the warming of the patient in defined temperature steps  
and intervals to allow clinicians to incrementally warm patients.
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SoftBed Mattress

Thanks to the viscoelastic foam core, our SoftBed mattress supports patient comfort.  
The design takes the special needs of sensitive and immature skin into account.  
The soft material provides comfort, which helps to foster an environment  
where the newborn can grow. Not available for use with Gel Mattress.
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DRÄGER BABYROO TN300

System Components

Smart Scale (Optional)

This scale is seamlessly integrated into the Babyroo and can be used while mattress is tilted. 
Enter in weight adjustments and access weight trends and daily weights on Main and Family 
View screens.

Storage

Single or dual drawer options. Ergonomic swivel drawers provide easy access to supplies  
and tools during routine care and procedures. The included instrument tray can be utilized  
for care times and procedures.

Additional storage options are available.

Gas Cylinder Holder (Optional)

A quick release holder allows you to attach gas cylinders (oxygen and air) to the trolley.  
The built-in protection bar helps prevent accidental damage of regulators.
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Infinity® M540

Streamline workflows with a monitor that goes from bedside to transport in the push of a button. 
Leave cables and modules attached to your patient and continue monitoring parameters and 
alarms in real time, while recording data during travel. Use the Infinity M540 as a standalone 
monitor, or integrate it with hospital IT to access clinical information systems and data  
analysis applications.
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Accessories

Skin Temperature Sensors

Our temperature sensors help to facilitate temperature readings. The ThermoTrace Central  
and Peripheral can be used simultaneously in order to help indicate thermal stress at a very  
early stage.

Masks

Dräger offers a variety of masks. Our LiteStar masks come in a variety of sizes to accommodate 
the vast majority of your small patients and support an anatomical fit with effective sealing, 
providing an easy, comfortable grip for your caregiver routines.

Breathing Circuits

Our VentStar T-piece breathing circuit and AutoBreath breathing circuit are disposable breathing 
circuits made for use with newborns. The disposable convenience enhances workflows in the 
labor & delivery room while helping to prevent cross-contamination.
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DRÄGER BABYROO TN300

AMBIENT CONDITIONS DURING OPERATION

Ambient temperature 64 to 95 °F (18 to 35 °C)
Ambient pressure (without Resuscitation module) 9.0 to 15.4 psi (620 to 1,060 hPa)
Ambient pressure (with Resuscitation module) 10.0 to 15.4 psi (690 to 1,060 hPa)
Relative humidity 20% to 95%, without condensation

AMBIENT CONDITIONS DURING STORAGE AND TRANSPORTATION

Ambient temperature -4 to 140 °F (-20 to 60 °C) 
Ambient pressure 7.3 to 16.0 psi (500 to 1,100 hPa)
Relative humidity 10% to 95% without condensation

POWER & GAS SUPPLY

Main power connection 100 V to 240 V, 50/60 Hz
Maximum power consumption 10 A/1000 W
O2 input pressure 2.7 to 6.0 bar (or 39 to 87 psi or 270 to 600 kPa)
Air input pressure 2.7 to 6.0 bar (or 39 to 87 psi or 270 to 600 kPa)

DIMENSIONS

Device (width x depth) 30.5 in x 54.13 in (775 mm x 1375 mm)
Height Height adjustable 70.87 in to 86.61 in (1800 mm to 2200 mm)

Fixed height 78.74 in (2000 mm)

Height adjustment range 15.75 in (400 mm)
Weight <308.6 lbs (140 kg) (without options and accessories)
Mattress size Heated Gel Mattress: 19.1 in x 29.3 in (485 mm x 745 mm)

SoftBed Mattress: 18.5 in x 29.5 in (470 mm x 750 mm)
Bed-tilt Continuous up to 15° in both directions (head-up and head-down) 

with tactile dents at 0° and ±10°
Height of walls 5.9 in (150 mm)

9.1 in (230 mm)
X-ray tray X-ray cassette with film: 7 in x 9 in (18 cm x 24 cm)

X-ray cassette with imaging plate: 9 in x 12 in (24 cm x 30 cm)
Digital x-ray detector: Up to 13 in x 15 in (34 cm x 38 cm) and up to  
a thickness of 1 in (2.25 cm) 

Display 10 in (254 mm) color touchscreen

Technical Data
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Technical Data

PERFORMANCE CHARACTERISTICS MEASURED VALUE DISPLAY

Intended use This device is designed for use with patients with a body weight up to 22 lbs (10 kg)
Radiant warmer 2 heating elements for an even heat distribution on the mattress area, automatic 

adjustment of radiant warmer power when mattress is tilted
2 Radiant Heating Elements
Nominal heater wattage 386 per element for a TOTAL of 772w nominal heater 
wattage at 100 volts
Setting range Off, 10% to 100%
Pre-warm mode:
100% for 3 minutes
60% for 11.5 minutes
30% until setting is changed

Skin temperature setting range 93.2 to 100.4 °F (34 to 38 °C)
>98.6 °F (37 °C), after confirmation

Skin temperature measuring range 55.4 to 109.4 °F (13 to 43 °C)
Skin temperature regulation 2 temperature sensors for central and peripheral skin temperature, numeric and 

graphical display of skin temperature
Heated gel mattress (optional) Setting range Off, 86 to 101.3 °F (30 to 38.5 °C), AUTO
Operating noise Typically ≤40 dB(A), measured without ventilation

During T-piece resuscitation: ≤40 dB(A),
During AutoBreath resuscitation: ≤60 dB(A), measured in a free field according to 
[ISO 3744] in a distance of 1 m at a height of 1.5 m

Scale (optional) Measuring range (including tare): 0.44 lb to 33.1 lb (200 g to 15,000 g)
Tare weight: 33.1 lb (≤15 kg)
Indication range: -11 oz to 33 lb 4 oz (-300 to 15,090 g)
Resolution (standard version): 1 oz (1 g)

Resuscitation module (optional) Gas consumption of the logic circuit: ≤13 l/min
Dead space: 3.4 ml with AutoBreath breathing circuit MU10841
6.0 mL with T-piece breathing circuit MP00310
Inspiratory resistance: ≤6 cmH2O @ 6 l/min
Expiratory resistance: ≤6 cmH2O @ 6 l/min
Total flow resistance (without attachments, subassemblies, or components added 
to the breathing system): ≤2 cmH2O @ 15 l/min
Total flow resistance (with attachments, subassemblies, or components added to 
the breathing system): ≤6 cmH2O @ 15 l/min
Oxygen concentration on devices with gas mixer; adjustable: 21 O2% to 100 O2%  
± 5% of full scale for primary outlet and auxiliary patient outlet
Oxygen concentration on devices without gas mixer; nonadjustable:
100% for primary patient outlet and auxiliary patient outlet

ERGONOMIC ACCESS TO PATIENT

Sidewalls Hinge down walls for patient access for medical interventions and primary care
Available in 5.9 in (15 cm) and 9.05 in (23 cm) height

Grommets Four grommets each on the head end wall and front end wall.  
With the optional HFV walls there is an additional grommet on each side wall.
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USA
Draeger, Inc.
3135 Quarry Road 
Telford, PA 18969-1042, USA
Tel	 +1 800 4DRAGER
(+1 800 437 2437)
Fax	+1 215 723 5935
info.usa@draeger.com

CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany

www.draeger.com
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Not all products, features, or services are for sale in all countries. 
Mentioned Trademarks are only registered in certain countries and not necessarily in the country 
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

Technical Data

FURTHER FUNCTIONALITY

Screen Views Main View, Labor and Delivery, Thermomonitoring, Family View
Graphical and tabular display of trends 2 hours to 7 days (graphical) and 30 minutes to 24 hours (tabular) 

for temperatures, heating, weight, events
Lock Screen
Timers Stopwatch and APGAR timers. With the APGAR timer, a signal tone is emitted 

after 1 min, 5 min, 10 min. Stopwatch tag times saved in user log.
Alarm management Ramping alarm volume, silencing and delaying of alarms automatically and proactively, 

Audio pause, Autoset for alarm limits, Alarm volume range 50 – 65 dB(A)
Light Working light (3 intensity levels)
Storage (optional) Swivel drawer with instrument tray
Duct rails Arms for monitors, IV pumps, examination lights and shelves can be mounted on 

the duct rails on right and left side of the main column. Standard rails on rear and 
side (optional) for mounting accessories and bed coupling.

Gas cylinder holder (optional) Quick release holder for attaching gas cylinders
‒ max. total height 12.99 in to 29.92 in (33 cm – 76 cm)
‒ max. diameter 3.91 in to 5.51 in (10 cm – 14 cm)

Castors Fixed height trolley: 4 single castors with locking brakes.  
Height-adjustable trolley: 4 double castors with locking brakes;  
one castor can be locked as a steering castor for straight movement.

Reprocessing Simple device reprocessing, only a few parts have to be disassembled, plain 
surfaces, surface disinfection of all parts. See IFU for approved disinfectants.

Data exchange and interfaces USB port, Nurse call, Service port (RJ45)

MATERIALS

Bisphenol A (BPA) The bassinet of the device (without accessories) is BPA-free
Latex The device is made without natural rubber latex

CANADA
Draeger Medical Canada Inc.
2425 Skymark Avenue, Unit 1
Mississauga, Ontario, L4W 4Y6
Tel	 +1 905 212-6600
Toll-free	 +1 866 343 2273
Fax 	+1 905 212-6601
Canada.support@draeger.com
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