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3		  Refit the lid (2), and using the 
hexagon key, tighten (clockwise) the 
eight locking screws (1).  Do Not 
over tighten.  Dräger recommend a 
torque of 0.7Nm.

5.4.3	 Fitting the Battery Pack

1		  Inspect the rubber sealing rim (1) 
Fig. 3 around the battery terminals.  
Ensure that the terminals of the 
battery, and pressure transmitter 
unit, are clean and undamaged.  Do 
Not use abrasives.

2		  Lift and turn over the SCBA to access 
the transmitter unit (1) Fig. 4.

3		  Refer to Figure 4.  Insert the battery pack 
(2) into the recess in the backplate, in 
the direction of the arrows as shown.

4		  Refer to Figure 4a.  Position the 
thumbs over and on top of the two 
recessed screws and then push 
down firmly on the battery to lock 
the battery pack in position.

5		  Refer to Figure 4b.  Whilst pushing 
down on the battery, view through 
the two key holes to confirm that the 
two sliding locks (1) move to their 
locked position as shown.
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6		  On electrical connection of the 
battery terminals, the display unit 
will emit a single ‘Beep’ and the 
display will cycle the ‘Self Check’ 
sequence.  

		  At the end of the sequence, switch 
‘Off’ the system as follows;

	 	
		  Bodyguard® 7000 - simultaneously 

press and hold the RH and LH 
buttons until the display clears, then 
immediately release the buttons – 
unit is switched ‘Off’.

	
	 Bodyguard® 7000T - simultaneously 

press and hold the RH and LH 
buttons until the display momentarily 
displays Fig. 5 and then switches 
‘Off’.  Release the buttons – unit 
‘Off’.
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