
Dräger Live Fire Training
Mobile Unit – Containerized

Firefighters face extremely dangerous life
threatening situations daily. In order to ens
best chance of survival, SAFE and EFFEC
training under REALISTIC conditions is es

Dräger’s containerized Mobile Live Fire
Training Unit (MLFTU) is constructed with

Two intake air fans
provide the air flow fTraining Unit (MLFTU) is constructed with

modified sea-containers mounted on a
galvanized, structural steel, drop deck trailer
chassis with ISO lock mounts, DOT lighting
and landing gear.

Training area

The training area is built on approximately
300 sqft. on the lower deck 40 ft. ISO
container The 1/8 steel on walls and ceilings

provide the air flow f
clearing of smoke. T
generator can be f
gasoline. A smoke
tank, and nitrogen cy
control room in the m
the upper deck of the

A vertical, removeab
the rear of the unit a
to the sidescontainer. The 1/8 steel on walls and ceilings

has seal welded joints to make the cladding
water-proof. The flooring is media blasted for
slip resistance. Ceramic insulation used is
rated for 2300F. The sacrificial and
replaceable plates for the heat shielding
around the simulators are 3/16 Corten steel.

For access to the training area, the Draeger
containerized MLFTU includes two doors with

to the sides.

Safeguards and con

Pilots, fires and ven
fueled fires are PLC
to fail safe. The burn
is designed to meet C

Control feedback
stairs. The burn room has two windows with
latched shutters, one stairwell to the roof, and
one additional roof hatch for confined space
entry.

Equipment

Up to two propane fuelled “multi-prop”
simulators and one rollover simulator are
supplied by two DOT compliant propane

sensors, thermocoup
status monitors. The
systems allows fo
operation of the main
at all exits and at the
man switch as
dedicated pilot flame
the comprehensive
system.

pp y p p p
cylinders with a capacity of 420lb each. The
cylinders are located in a dedicated room and
do not reduce the available space in the
training area of Draeger’s MLFTU.

The props, made from heavy gauge carbon
steel, and turn the ‘multi-prop’ into a kitchen,
sofa or bed simulator. Waterbath technology
protects the equipment, and diffuses the
propane for an effective ignition and a realistic

The Dräger contain
Training Units (MLFT
for quality assurance
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AFG Program
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TECHNICAL DATA

Safety Structure
Gas detection
Temperature sensing
Flame control for pilot burners
Automated, monitored ventilation system
Emergency stops
Dead-man switch
Waterbath protected components
PLC control

Heavy gauge carbon 
1/8 steel lining on wa
3/16 corten steel hea
Ceramic insulation ra
Chassis galvanized s
DOT lighting, landing

PLC control
Burner management system to meet 
CAN/CSA 149.3

Training area
approx. 300 sqft. incl. props
up to 2 “multi-prop“ simulators
(bed, kitchen, sofa)

Equipment
Propane/gasoline pow
rated generator
2 propane cylinders (
DOT compliant
Smoke generator, sm
nitrogen cylinder

1 rollover simulator
2 access doors with stairs
2 windows latched with shutters
1 roof hatch
1 stairwell to the roof
1 vertical removeable ladder at rear of 
unit (can be repositioned to sides)
lining seal welded (water proof)

2 air intake fans with 

Compliance, e.g.
CAN/CSA 149.3
NFPA 1402
NFPA 54, 58, 70, 86
(as required)lining seal-welded (water-proof) (as required)

floorplan (example)
MLFTU Containerized with 2 “multi-prop“ s

USA
Dräger Safety Inc.
101 Technology Drive
Pittsburgh, PA 15275-1057
USA
T l 1 412 787 8383

CANADA
Dräger Safety Canada Ltd.
7555 Danbro Crescent
Mississauga, ON L5N 6P9
Canada
T l 1 905 821 8988Tel +1 412 787-8383

Fax +1 412 787-2207

Customer Service
Tel +1 800 858-1737
Fax +1 800 922-5519

Tel +1 905 821-8988
Fax +1 905 821-2565

Customer Service
Tel +1 877 372-4371 
Fax +1 800 329-8823

SPECIFIC PRODUCT INFORMATIONSPECIFIC PRODUCT INFORMATION
Dräger Safety Canada Ltd., 1259 Gardiners Road, Kingston, ON K7P 
Tel +1 613 384-0279;  Fax +1 613 384-9859; Customer Service Tel: +

Options
steel for props

alls, ceiling and floor
at shielding
ated to 2300F
structural steel with 
 gear, ISO locks

roof ventilation prop; tilt roof
Retractable second floor room (96 sqft.)
Walk-through design with 2 doors and 
Stairwell access to lower level
Exterior cladding; provides smooth finish 
to ISO container sides
Moveable wall system
Folding rear staircase

wered 12kW (max) 

(420lb each)

moke fluid tank and 

Folding rear staircase
Exterior scene lighting
3rd party NRTL approval

Available props for “multi-prop“ 
Electric motor prop
Gas bottle rack prop
Hazardous material cabinet prop

automated control Sofa prop (included in base model)
Bed prop (included in base model)
Kitchen prop (included in base model)

Other available props
Wall breaching prop
Forcible entry door  prop
Standpipe and sprinkler prop
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MEXICO
Dräger Safety S.A. de C.V.
Av. Peñuelas No. 5
Bodega No. 37
Querétaro 76148
M i

GERMANY
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany
Tel +49 451 882-0
F 49 451 882 3867Mexico

Tel +52 442-246 11 13
Fax +52 442-246 11 14

Fax +49 451 882-3867

www.draeger.com

3J6, Canada
+1 888 881-3875; 


