


4. Remove the red cap. (D)
5. Slide the absorber onto the mounting as far as possible. (E)
6. Swing it into the system until it snaps into place. (F)

Please note: This Quick Reference Guide is not a replacement or substitute for the 
instructions for use. Any use of the medical device requires full understanding and strict 
observation of the instruction for use.Dräger. Technology for Life®

CO2 bypass function WARNING Risk of patient injury 

There is no CO2 absorption in the breathing system 
if the disposable CO2 absorber is swung out.CO2
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CLIC Absorber 800+, 6 pcs.    MX00004
Infinity® ID CLIC Absorber 800+, 6 pcs.   MX50004
CLIC Absorber Free      MX50100
Infinity® ID CLIC Absorber Free    MX50120

The absorber must be 
fully covered by the 
CLIC adapter.
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Activating the CO2 bypass function
Press the button: the absorber swings out.

Deactivating the CO2 bypass function 
Swing the absorber into the system 
until it snaps into place.

NOTE

Dräger anaesthesia machines 
with Infinity ID technology will 
alert you immediately if 
the Infinity ID CLIC absorber 
is not properly connected. 
The transponder of the 
disposable CO2 CLIC 
absorber is used for 
identification on Infinity ID 
anaesthesia machines.

Infinity ID function
The transponder must not be damaged or removed. 
This will disrupt the Infinity ID function. The integrated 
transponder is oriented toward the device.

The Infinity ID CLIC Absorber is compatible with 
all Dräger anaesthesia workstations that are operated 
with a CLIC Absorber.
 


