
Dräger ESS II
Fresh Air Systems

If hazardous gases are present in the ambient air, the Dräger fresh air
system will provide the occupants in the sealed cabin of your security
vehicle with breathing air within seconds. At the same time the system
generates positive pressure in the cabin preventing tear gas or other
harmful particulates and gaseous substances from penetrating into the
vehicle‘s interior.
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Compressed air containers

Valve block

Pressure gauge with cable 

for switching contact

Hose nozzle 

Pressure regulator

Trip unit with plug



Benefits
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Easy handling

The fresh air system ESS II is fixed installed in the vehicle and is connected via a push button switch triggered
from the driver for example . After activation the content of the bottle, breathing air, enters into the vehicle
interior. The air is supplied via a hose at a defined point in the vehicle. The air delivery capacity is fixed at
approx. 800 l/min. The fill level from the cylinder can be displayed in the vehicle interior via a contact pressure
gauge.

Overpressure build up in seconds

Due to the electrical release of the valve, the air flows with maximum delivery in the interior in seconds and
builds up an overpressure in the vehicle. This prevents that harmful substances can enter the car through
smallest openings.

Easy installation

The ESS II can be installed in the vehicle without special devices. The optional hose package is adjusted to the
required length and connected to the system via a hose clamp. The connector for the signal release and the air
supply to the interior are quickly installed.

Maintenance-free safety

Due to its special design, the system is maintenance-free for ten years in untreated status. It only needs to be
replaced after activation.



Related Products

Dräger ESS II | 03

D
-1

31
6-

20
09

Dräger VS-2.1

The Dräger VS-2.1 filter protection system for vehicles offers protection
against tear gases (CN/CS) as well as solid, liquid and gaseous
contaminants in the breathing air. A 3-stage filter system filters the
outside air and guides it into the sealed vehicle cabin. Additionally, the
system creates a protective positive pressure inside the vehicle.



Technical Data
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Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany
www.draeger.com

REGION DACH
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany
Tel +49 451 882 0
Fax +49 451 882 2080
info@draeger.com
.
REGION EUROPE
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany
Tel +49 451 882 0
Fax +49 451 882 2080
info@draeger.com
.

REGION MIDDLE EAST, AFRICA
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates
Tel +971 4 4294 600
Fax +971 4 4294 699
contactuae@draeger.com
.
REGION ASIA PACIFIC
Draeger Singapore Pte. Ltd.
61 Science Park Road
The Galen #04-01
Singapore 117525
Tel: +65 6872 9288
Fax: +65 6259 0398
asia.pacific@draeger.com
.

REGION CENTRAL
AND SOUTH AMERICA
Dräger Indústria e Comércio Ltda.
Al. Pucurui - 51 - Tamboré
06406-100 - Barueri - SP
Tel. +55 (11) 4689-4900
relacionamento@draeger.com
.

Locate your Regional Sales
Representative at:
www.draeger.com/contact
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Dräger ESS II
Nominal voltage 12 V DC
Current consumption approx. 2 A
Compressed gas containers 6 l/300 bar or 3 l/300 bar

approx. 600 x 190 x 140 mm (6 l)Dimensions (L x W x H)
approx. 390 x 190 x 140 mm (3 l)

Maximum allowable pressure (PS) 300 bar
Test pressure of the compressed gas tank (PT) 450 bar
Operating temperature (TS) (6 l) -30 to +80 °C
Storage temperature (6 l) -30 to +80 °C
Operating temperature (TS) (3 l) -30 to +80 °C
Storage temperature (3 l) -30 to +80 °C
Airflow approx. 800 l/min
Pressure reducer 300/10 bar

Ordering Information

Dräger fresh air system ESS II-3L 69 27 047
Dräger fresh air system ESS II-6L 69 27 048
Outflow hose with silencer 10 m 69 26 628


