
Isolette® 8000 plus
Terapia neonatale chiusa

Dräger definisce gli standard della termoregolazione grazie a una serie
di caratteristiche prestazionali ideate per creare attorno al bambino un
ambiente stabile e confortevole. Per garantire il mantenimento della zona
termo-neutra, l’incubatrice Isolette® 8000 plus permette di monitorare in
modo continuo sia la temperatura corporea centrale che quella periferica.
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Proven concept with advanced technology

Our ability to reliably sustain a stable thermo-neutral microenvironment has made Dräger a trusted resource in
thermoregulation. The brand Isolette® is associated with a proven and reliable design and has been known by
caregivers across the globe for many decades. The advanced thermoregulation system, controlled by Dräger’s
elaborate proportional–integral–derivative algorithm, keeps the baby in a stable environment. While dual air
curtains and preemptive regulation mechanisms help maintain this environment during access to the infant.
Thermomonitoring allows you to monitor the baby's central and peripheral skin temperatures while in Skin
Mode. The trends on the display offer a clear visual representation to help you determine the infant's risk for
hyper- or hypothermia as well as the infant's energy expenditure.

Now, you can manually set humidity levels or select Auto mode so the Isolette 8000 plus will automatically set
and adjust the humidity level based on the air temperature setting.

Focused on Developmental Care

The Isolette 8000 plus now also includes features to support your unit's developmental care practices. More
so than ever before, families are being incorporated into the care team and the Isolette 8000 plus makes their
integration that much easier. The wide variable height adjustment range allows parents to get in close to their
baby, even when in a bed or wheelchair. Kangaroo Care mode allows parents to peacefully practice skin-to-skin
care with minimal alarms and continuous temperature monitoring while the Isolette's settings are kept stable for
baby's return.

Designed with your workflow in mind

Easy access to the neonate, convenient height adjustment of the incubator and easy to reach controls make it
a great incubator for any NICU. Lightweight, compact footprint, smooth castors and ergonomic foot-actuated
brakes allow virtually effortless movement, even in congested NICU settings. The integrated scale and x-ray
keep simple procedures simple. The Isolette 8000 plus now has Medibus.X functionality to make patient data
transfer effortless.

A hygienic concept that is pure genius

The Isolette 8000 plus includes an innovative Condensation Management System that is specifically designed
to address hospitals’ current practices for enhancing infection control and supporting a hygienic care setting.
Dräger developed this system so the condensate from the incubator compartment is isolated from the clean
water supply of the humidity system. In addition, the entire humidity system can be easily removed for quick,
convenient yet effective sterilization after every patient.
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Sistemi pensili

Soluzioni ottimizzate per le procedure e per i flussi operativi.
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Dräger Babylog® VN500

Per le generazioni a venire. Babylog® VN500 è il frutto di vari anni di
esperienza di Dräger sapientemente coniugati con le tecnologie di più
recente concezione e rappresenta una soluzione completa e integrata
per la ventilazione dei pazienti più piccoli. Ecco come muoversi oggi
nella direzione giusta verso nuove frontiere ed essere preparati ai
possibili sviluppi di domani.
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Bilirubinometro JM-105 di Dräger

Il bilirubinometro JM-105 di Dräger è caratterizzato da una qualità di
screening che rimane invariata per l'intera vita utile del dispositivo,
e rappresenta così una soluzione conveniente dal punto di vista
economico. Permette quindi di ottimizzare l’efficienza del programma di
gestione dell’ittero, con un potenziale risparmio di tempo e denaro, e
garantisce al contempo uno standard di cura eccezionale.
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BiliLux

BiliLux è un sistema fototerapico a LED leggero e compatto per il
trattamento dell’iperbilirubinemia neonatale non coniugata. Offre
prestazioni fototerapiche eccezionali, terapia personalizzata con funzioni
di documentazione elettronica e flessibilità di integrazione praticamente
in qualsiasi contesto operativo.
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Dräger VarioLux®

La lampada da esame Dräger VarioLux® emette una luce fredda,
altamente efficiente e di intensità variabile specificamente destinata
all'impiego nelle unità di terapia intensiva neonatale. Progettata per
l'utilizzo con una sola mano, consente di modificare le impostazioni del
colore e regolare l'intensità luminosa.
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TECHNICAL SPECIFICATIONS DRÄGER ISOLETTE® 8000 INCUBATOR WITH VARIABLE HEIGHT STAND

Physical Attributes (without options/accessories)
Height 133.3 cm to 153.7 cm (52.5 in to 60.5 in)
Width 104 cm (41 in)
Depth <76.2 cm (30 in)
Weight (without options /accessories) ≤ 98.5 kg (217.1 lb)

Hood Specifications
Standard hood includes: front and rear access panel

6 access ports or 4 access doors and 2 iris ports
3 left and 3 right tubing grommets – front
2 left and 2 right tubing grommets – rear

Access panel opening height 28.0 cm (11 in)
Mattress tray size 40.6 x 81 cm (16 x 32 in)
Mattress to hood height 41.2 cm (16.25 in)
Soft bed mattress size 38 x 74 x 3 cm (15 x 29.1 x 1.2 in.)
Mattress tilt ±12° (±1°), continuously variable

Variable Height Specification
Casters 4 anti-static, dual casters (3 braking casters and 1 steering only

caster)
Storage volume Approx. 80 l
Door closing mechanism Soft-stop hinges
Opening angle of the doors > 90°
Variable height stand accessories Gas tank mount

Shelf
IV pole

Controller System
Algorithm type of the Servo Control System PID (Proportional Differential Integral) control algorithm
Controller with LCD With brightness control
Selectable color combinations White on blue background (default) or yellow on black

background
RS-232 output Yes
Keypad lock Yes

Temperature Control Modes
Temperature control modes Skin and air temperature control mode
Air mode control temperature range 20.0 °C (68.0 °F) to 37.0 °C (98.6 °F)
Air mode control override temperature range 37.0 °C (98.6 °F) to 39.0 °C (102.2 °F)
Skin mode control temperature range 34.0 °C (93.2 °F) to 37.0 °C (98.6 °F)
Skin mode control override temperature range 37.0 °C (98.6 °F) to 38.0 °C (100.4 °F)
Dual-skin temperature monitoring Yes

Trend Parameters
24-hour trend Air temperature

Skin temperature (1 and 2)
Relative humidity
Oxygen concentration
Heater power

7-day trend Weight gain and loss
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Performance
Air flow velocity across mattress < 10 cm/sec
Temperature rise time at 22 °C (72 °F) ambient < 35 min
Temperature variability < 0.5 °C
Temperature overshoot < 0.5 °C maximum
Temperature uniformity with a level mattress < 0.8 °C
Correlation of the indicated air temperature to the actual incubator
temperature (after the incubator temperature equilibrium is
reached)

0.8 °C

Operating noise level in hood < 47 dBA (without servo Oxygen Control)

Servo Controlled Oxygen
Carbon Dioxide (CO2) level (per EN60601-2-19) < 0.5%

Micro air intake filter 99.9% efficiency
Particle size removal 0.3 micron

Servo Humidity Option
Humidity control range 30 to 95% in 1% increments
Humidity control operating time without refilling 24 hours maximum @ 85% RH and 36 °C, in Air Mode
Humidity control reservoir capacity 1,600 ml
Humidity display accuracy ±6% RH (between 10% and 80% at 20 °C (68 °F)

to 40 °C (104 °F)

Servo Oxygen Option
Oxygen control range 21% to 65%
Oxygen control accuracy of full scale ±2%
Oxygen display accuracy (100% calibration) ±3%
Oxygen display accuracy (21% calibration) ±5%
Oxygen display resolution 1%

Scale Option
Weight range 0 (0 lb) to 7 kg (15.4 lb) 1%
Weight display resolution 1 g or 1 oz (OIML = 10g or 1 oz)
Weight accuracy 2 g ± 1/2 digit up to 2 kg (OIML = 10 g)

5 g ± 1/2 digit over 2 kg

Device Classification
Protection class Class I, Type BF, continuous operation, not AP
Ingress of liquids IPX0
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Non tutti i prodotti, le funzionalità o i servizi sono in vendita in tutti i Paesi.
I marchi di fabbrica menzionati sono registrati solo in alcuni Paesi e non necessariamente nel Paese di diffusione
del presente materiale. Per informazioni sullo stato corrente, visitare www.draeger.com/trademarks.

SEDE PRINCIPALE
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germania
www.draeger.com

Fabbricante:
Draeger Medical Systems, Inc.
3135 Quarry Road
Telford, PA 18969, USA

ITALIA
Draeger Italia S.p.A.
Via Galvani, 7
20094 Corsico (MI)
Tel +39 02 45 87 21
Fax +39 02 45 84 515
Fax +39 02 48 60 24 64
infoitaly@draeger.com
.
Fabbricante:
CooperSurgical, Inc.
95 Corporate Drive
Trumbull, CT 06611
USA
.

SVIZZERA
Dräger Schweiz AG
Waldeggstrasse 30
3097 Liebefeld
Tel +41 58 748 74 74
Fax +41 58 748 74 01
info.ch@draeger.com
.
Fabbricante:
ITD GmbH
Sportplatzstraße 3
84381 Johanniskirchen
Germania
.

Fabbricante:
Spectrex Inc.
218 Little Falls Road
Cedar Grove, NJ 07009
USA
.

Potrete trovare il vostro
responsabile vendite locale
in: www.draeger.com/
contattateci
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