
Surgical Display Controller
Pods, Modules and Options

The Surgical Display Controller enables you to display patient vital sign
information on a large-screen display in the Operating Room (OR). Using
the monitor’s control menus, you can easily set up and store screen
configurations that remain independent from that of the monitor.
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Benefits
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See patient information on large-screen display

The Surgical Display Controller enables you to display patient vital sign information on a large-screen display in
the Operating Room (OR). Using the Infinity monitor’s control menus, you can easily set up and store screen
configurations for the Surgical Display Controller that remain independent from that of the monitor.

Convenient connection to Infinity monitors

The Surgical Display Controller generates display of waveforms, parameter values and trends with convenient
connection to Infinity patient monitors. It offers convenient operation via the Infinity monitor* and provides
standard VGA output with variable resolution for maximum flexibility.

*For use with Infinity® Delta, Delta XL and Kappa monitors.

Versatile features

Key features include:

‒ Display – parameter values, waveforms and trends
‒ Waveforms – up to 8
‒ Trends – 10 minutes and 1 hour
‒ Stored setups – 9 (user-defined)
‒ Event timers – 2 on-screen timers
‒ Pressure display – individual or overlapped waveforms; user-selectable grid display



Technical Data
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PRODUCT SPECIFICATIONS

Connections
Input Power and digital signals from IDS power supply
Output VGA (RGB video, hsync, vsync)

8 channel analog output
Output resolution (VGA) High 1024 x 768, Medium 800 x 600, and Low 640 x 480 pixels

Size
H x W x D 40 x 84 x 170 mm (1.6 x 3.3 x 6.7 in.)
Weight 0.5 kg (1.0 lbs)
Power source DC powered, directly from IDS power supply
Power consumption <5 watts

Surgical Screen Display Features
Display Parameter values, waveforms and trends
Waveforms Up to 8
Trends 10 min and 1 hr
Stored setups 9 (user-defined)
Event timers 2 on-screen timers
Pressure display Individual or overlapped waveforms; user-selectable grid display

Environmental Requirements

Temperature range
Operating 10° C to 40° C (50° F to 104° F)
Storage -20° C to 50° C (-4° F to 122° F)

Relative humidity
Operating 20% to 90%, non-condensing
Storage 10% to 95% (with packaging)

Atmospheric pressure
Operating 525 to 795 mmHg

(70 to 106 kPa)
Storage 375 to 795 mmHg

(50 to 106 kPa)

Standards
IEC EN 60601-1 and applicable particular and collateral standards, EEC 60601-1-2,
Electromagnetic compatibility CISPRII, Class B.

Ordering Information

Surgical Display Controller 5193110
(includes 25 meter cable for connection to IDS)



Notes
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CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany
www.draeger.com

Manufacturer:
Drägerwerk AG & Co. KGaA
Moislinger Allee 53-55
23558 Lübeck, Germany

USA
Draeger, Inc.
3135 Quarry Road
Telford, PA 18969-1042, USA
Tel +1 800 4DRAGER
(+1 800 437 2437)
Fax +1 215 723 5935
info.usa@draeger.com

CANADA
Draeger Medical Canada Inc.
2425 Skymark Avenue, Unit 1
Mississauga, Ontario, L4W 4Y6
Tel +1 905 212 6600
Toll-free +1 866 343 2273
Fax +1 905 212 6601
Canada.support@draeger.com

Locate your Regional
Sales Representative at:
www.draeger.com/contact
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