
1.1 Use with helmet PC visor L1Z-L3T4 (with X-plore® 8x00 or X-plore® 9300)

1.2 Use with hood (with X-plore® 8000 or X-plore® 9300)

1.3 Use with hood (with X-plore® 8000 or X-plore® 9300)

1.4 Use with full face mask (with X-plore® 8000)

Adjust the height and width of the
headband using the four fastening
points.

Adjust the air outlet at the front
of the helmet and the ratchet at the
back to the desired position.

Pull the sealing cuff under your
chin and tighten the strap.

Connect the breathing hose to the
helmet. Strech the sealing cuff and 
put the helmet on. 

Pull the hood over the helmet 
shell/ bump cap so that the front 
is facing the visor of the hood.

Hook the visor flaps onto the 
mounting clip of the head 
protection.

See instructions under 1.1. Put on 
the head piece and insert the inner 
bib into the protective clothing.

Pull the hood over the hose 
connection.

Dräger X-plore® 8000 
Head Pieces Use
with Dräger X-plore® 8000 PAPR or
Dräger X-plore® 9300/PAS X-plore® Airline System

Adjust the head circumference and
head height with the support ring.
Connect the breathing hose.

With the long hood, you can  
tuck the bottom layer of the bib 
into the protective clothing.

Put on the hood using the fitting 
loops. 

Connect the breathing hose¹.  
Open the straps as far as possible 
and place your chin in the the chin 
mould of the mask. 

Tighten both neck straps, temple 
straps and, if neccessary, front strap.

Fit the harness over the head until 
the mask is in position.

D
M

C
-10

71
92

 | 
24

.0
9 

1 |
 H

Q
 | 

PP
 | 

Su
bj

ec
t t

o 
m

od
ifi

ca
tio

ns
 | 

©
 2

02
4 

D
rä

ge
rw

er
k 

AG
 &

 C
o.

 K
G

aA

¹ When using the Dräger PAS X-plore® with full-face, an LDV breathing hose is required.
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