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X-plore 8300 Particle Filters

1 For your safety

Observe the instructions for use!

Any use of the particle filter requires precise knowledge of and compli-
ance with these instructions for use and the instructions for use of the 
associated powered air-purifying respirator.

The particle filter is only to be used for the purpose specified.

2 Description

2.1 Intended use

The particle filter removes particles and aerosols from the air breathed 
in by the wearer within the specified limit values (level of penetration: 
0.05 %).

The particle filter is only suitable for use with the powered air-purifying 
respirator Dräger X-plore 8300.

The user should not mix up the markings on the filter relating to any 
standard other than EN 12941 and EN 12942 with the classification of 
this respiratory protective device when used with this filter.

2.2 Limitations on use

Do not use the particle filter for protection against harmful gases or va-
pours.

The particle filters offer protection against incorporation of radioactive 
particles. However, they do not offer protection against radiation of ra-
dioactive substances or against radiation damage.

2.3 Approvals

The particle filter is approved in combination with the Dräger X-
plore 8300 powered air-purifying respirator. For information on approv-
als, see document 9300998.

Declaration of conformity: see  www.draeger.com/product-certificates

2.4 Explanation of symbols

3 Use

3.1 Preconditions for use

WARNING
Do not use the powered air-purifying respirator if the intended use or 
conditions of use are unclear. Observe the following information during 
use.
Failure to do so may result in severe damage to the user’s health or 
even death.

For an overview of the combination of components and the corre-
sponding protection classes, see the components list and configuration 
matrix in document 9300998 (Notes on Approval).
The document 9300998 can be downloaded in electronic form from the 
Technical Documentation database ( www.draeger.com/ifu).
Dräger would be happy to answer any questions you may have regard-
ing device configuration.

– The user of a powered air-purifying respirator must be trained in its 
use, suitable and both physically and mentally fit to use a respirator.

– The ambient conditions (in particular type and concentration of the 
contaminants) must be known.

– It must be ensured that the ambient atmosphere cannot change ad-
versely.

– Handle the particle filters with care; do not knock, drop, etc. the par-
ticle filter. Do not penetrate the particle filter with pointed objects. Do 
not use damaged particle filters and particle filters whose expiration 
date has been exceeded.

– When using the particle filters against particles of radioactive sub-
stances, airborne biological working substances and enzymes, 
check if reuse is possible and, if necessary, contact Dräger.

– For Australia and New Zealand (SAI Global): P3 filters only provide 
P3 protection if used in combination with full face masks. When 
used in combination with half masks, the particle filters provide the 
same level of protection as P2 filters without limitations on use.

– Only remove the particle filters from their packaging shortly before 
use.

3.2 During use

Changing the filter

See instructions for use of the powered air-purifying respirator

Period of use

A general guide to period of use cannot be given, as the period of use 
depends very strongly on the ambient conditions, e.g. nature and con-
centration of the contaminant, air requirement of the user, humidity and 
temperature.

DE Weitere Sprachen:
FR Autres langues:
ES Otros idiomas:
PT Outros idiomas:
IT Altre lingue:
NL Andere talen:
DA Andre sprog:
FI Muut kielet:
NO Andre språk:
SV Andra språk:
ET Muud keeled:
LV Citas valodas:
LT Kitos kalbos:
PL Inne języki:
RU Другие языки:
SR Drugi jezici:
HR Ostali jezici:
SL Drugi jeziki:
SK Ďalšie jazyky:
CS Další jazyky:
BG Други езици:
RO Alte limbi:
HU További nyelvek:
EL Άλλες γλώσσες:
TR Diğer diller:
ZH 其他语言：
JA その他の言語 :
TH ภาษาอืѷนๆ:
KO 추가 언어:

www.draeger.com/ifu 
Download

Sym-
bol

Explanation

Caution! Follow the instructions for use.

Expiry date

Temperature range of storage conditions

Maximum humidity during storage

-10°C

+55°C

<90 %

www.draeger.com/product-certificates
www.draeger.com/ifu
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4 Storage

Store the particle filters dry and clean in the original packaging and pro-
tect it from direct sunlight and thermal radiation.

Particle filters that are stored in the unopened original packaging can 
be stored up to the date stated on the packaging. If the filter is packed 
airtight after use, the maximum storage time for particle filters that were 
used for the first time is 6 months.

Recommended storage temperature: -10 °C to +60 °C at a maximum 
relative humidity of 95 %

5 Disposal

Dispose of the product in accordance with the applicable rules and reg-
ulations.
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